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Abstract (en)
[origin: WO2011080692A1] A device (1) for manufacturing a sleeve-like label (2), comprising at least one supply reel (3) designed to feed to at least
one forming spindle (4) a band of heat-shrink film (5) and means for wrapping the band of heat- shrink film (5) around the lateral surface (4a) of the
forming spindle (4) which are designed to provide a region of overlap (8) between a first longitudinal end (5a) of the band of heat-shrink film (5) in
contact with the forming spindle (4) and the second longitudinal end (5 b) of the band of heat-shrink film (5), means (11) being provided for heat-
sealing the first longitudinal end (5a) to the second longitudinal end (5b) of the band of heat-shrink film (5) wrapped around the forming spindle (4)
so as to provide a connecting portion (13) at the overlap region (8), and means (9) being provided for transferring the sleeve-like label (2) from the
forming spindle (4) to a container to be labeled (10); the device comprises, upstream of the transfer means (9), a perforation device (20) designed
to make contact with the band of heat-shrink film (5) wrapped around the forming spindle (4) so as to provide at least one easy-break portion (21)
which extends substantially parallel to the axis (101) of the forming spindle (4), means (22) being provided for relative movement between the
forming spindle (4) and the perforation device (20) which are adapted to provide, during contact between the perforation device (20) and the band of
heat-shrink film (5) wrapped around the forming spindle (4), a rolling motion without sliding of the forming spindle (4) on the perforation device (20).
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