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Abstract (en)
The expander (1) has a tool drive (12) converting a relative axial movement into a radial movement between a drawbar (2) and a counter bearing
(4). The tool drive is axially fixed with the drawbar by a clamping element (21). The clamping element is designed as a mechanically strained
clamping element, which comprises an axially acting tensioning element (29) for producing mechanical tension. Tensile force is transmitted to an
intermediate ring (31), a lubricant ring (32) and the tool drive in a pulling direction (3) over the clamping element.

Abstract (de)
Damit an einem mechanischen Zugexpander (1) für Rohre mit einer Zugstange (2), mit wenigstens einem Expanderwerkzeug (11), welches mittels
einer radialen Bewegung eine radiale Expansionskraft auf das Rohr ausübt, mit einem Gegenlager (4) und mit einem Werkzeugtrieb (12), welcher
eine axiale Relativbewegung zwischen der Zugstange (2) sowie dem Gegenlager (4) in eine radiale Bewegung wandelt, die das Expanderwerkzeug
(11) radial antreibt, und welcher mit der Zugstange (2) mittels eines Klemmelementes (21) axial festgelegt ist, wobei das Klemmelement (21) eine in
einer Zugrichtung (3) der Zugstange (2) wirkende Zugkraft mittels einer radial zur Zugstange (2) aufgebrachten Klemmkraft auf den Werkzeugtrieb
(12) überträgt, sowohl eine einfache Montage als auch ein dauerfester Betrieb ermöglich wird, weist der mechanische Zugexpander (1) als
Klemmelement (21) ein mechanisch verspanntes Klemmelement (21) auf.
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