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Abstract (en)
[origin: EP2541521A2] The device e.g. remote control (106), has a screen (107) for reproducing data e.g. image, and a communication unit for
receiving data to be rendered and control the data to be reproduced, where the control is triggered following a cooperation with a set-top box (100).
A processing unit processes the received data, and returns the processed data to the screen. A user interface (108) is provided for interacting with
a user, where the processing unit receives the data to be reproduced from the set-top box via the communication unit. Independent claims are
also included for the following: (1) a method for controlling an electronic device (2) a computer program comprising instructions for controlling an
electronic device.

IPC 8 full level
G08C 17/02 (2006.01)

CPC (source: EP)
G08C 17/02 (2013.01)

Cited by
CN110602539A; CN105551217A

Designated contracting state (EPC)
AL AT BE BG CH CY CZ DE DK EE ES FI FR GB GR HR HU IE IS IT LI LT LU LV MC MK MT NL NO PL PT RO RS SE SI SK SM TR

DOCDB simple family (publication)
EP 2541521 A2 20130102; EP 2541521 A3 20130710; EP 2541521 B1 20171129; FR 2977443 A1 20130104

DOCDB simple family (application)
EP 12174355 A 20120629; FR 1102071 A 20110630

https://worldwide.espacenet.com/patent/search?q=pn%3DEP2541521B1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP12174355&lng=en&tab=main
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=G08C0017020000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=G08C17/02

