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Abstract (en)
The system allows a hose-shaped or strip-shaped decoration-or functional element (3) e.g. LED-hose or electroluminescent element, to be
detachably connected with a helmet shell (1) and/or a helmet by connection elements e.g. push buttons, clamping elements, Velcro(RTM: Hook
and loop fasteners), fastening hooks (5) plug-in elements, removable and/or permanent elastic adhesive or joints of the functional element. The
connection elements are formed as a magnet connected with the decoration-or functional element. An end of the functional element is inserted into a
fastening hole (4). The decoration or functional element is light reflective, phosphorescent or luminous. An independent claim is also included for an
aggregate comprising two decoration-or functional elements and a laminar element.

Abstract (de)
Die Erfindung betrifft ein Befestigungssystem zur lösbaren Verbindung von mindestens einem schlauch- oder streifenförmigen Schmuck- oder
Funktionselement (3) mit einem Helm (1), wobei das/ die Schmuck- oder Funktionselement(e) mittels Verbindungselementen (5) mit der Helmschale
bzw. dem Helm lösbar verbunden sind. Die Verbindungselemente können dabei beispielsweise Haken, Druckknöpfe, Klemm-, Klett-, Steckelemente
oder auch Magneten sein. Das Schmuck- oder Funktionselement kann lichtreflektierend, phosphoreszierend oder leuchtende, insbesondere als
LED-Schlauch (31) ausgebildet sein.
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