
Title (en)
Bed for ironing device

Title (de)
Mulde für eine Bügelvorrichtung

Title (fr)
Cuvette de repassage

Publication
EP 2554741 A2 20130206 (EN)

Application
EP 12179006 A 20120802

Priority
BE 201100483 A 20110805

Abstract (en)
Trough (10) for an ironing device (1), comprising a first heat-conducting plate and a second heat-conducting plate (12), in which both heat-
conducting plates (11, 12) are attached to one another by means of weld spots (13) and/or weld seams (14) across the surface of the heat-
conducting plates (11, 12) and in which the first heat-conducting plate (11) is deformed in such a way that a space (16) is provided between both
plates (11, 12), in which the trough (10) comprises one or more perforations (15) through both heat-conducting plates (11, 12), and in which the
one or more perforations (15) are not in open contact with the space (16) between both plates (11, 12). Also, a method of manufacturing said trouh
(10) is disclosed in which the perforation extend through the weld spots (13) and /or weld seams (14). Aditionally, a method of ironing linen with an
ironing device (1) comprising said trough (10) is disclosed.

IPC 8 full level
D06F 67/08 (2006.01)

CPC (source: EP)
D06F 67/08 (2013.01)

Citation (applicant)
• BE 1005950 A3 19940315 - LAPAUW ROMAIN [BE]
• BE 1018329 A5 20100907 - LAPAUW NV [BE]
• BE 1018069 A3 20100406 - LAPAUW DOMINIQUE [BE], et al

Cited by
EP3412825A1; EP2628847A1; EP3650599A1

Designated contracting state (EPC)
AL AT BE BG CH CY CZ DE DK EE ES FI FR GB GR HR HU IE IS IT LI LT LU LV MC MK MT NL NO PL PT RO RS SE SI SK SM TR

Designated extension state (EPC)
BA ME

DOCDB simple family (publication)
EP 2554741 A2 20130206; EP 2554741 A3 20130213; EP 2554741 B1 20191009; BE 1020132 A5 20130507; ES 2762217 T3 20200522;
PL 2554741 T3 20200228

DOCDB simple family (application)
EP 12179006 A 20120802; BE 201100483 A 20110805; ES 12179006 T 20120802; PL 12179006 T 20120802

https://worldwide.espacenet.com/patent/search?q=pn%3DEP2554741A2?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP12179006&lng=en&tab=main
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=D06F0067080000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=D06F67/08

