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Abstract (en)
The device has a deformable shielding sleeve (26) for insertion between a cable shield connection and a shielding sheath (16). The sleeve is
electrically conductive and deformable under tightening effect between two configurations. The sleeve forms a bridge between sealing sections (22,
24). A sealing sleeve (18) is arranged in a cable (10), and partially covers the shielding sheath. Each end (30) of the shielding sleeve is in contact
with the sections in a water-tight manner. An independent claim is also included for a method for connecting a cable shielding sheath.

Abstract (fr)
L'invention concerne un dispositif de raccordement d'une gaine de blindage (16) de câble avec un raccord de blindage destiné à entourer la gaine
de blindage (16), comprenant un collier de serrage du raccord de blindage autour de la gaine de blindage. Le dispositif comprend un manchon
d'étanchéité (26) déformable destiné à être inséré entre le raccord de blindage et la gaine de blindage (16), ce manchon (26) étant conducteur
électriquement et déformable sous l'effet du serrage du collier entre une configuration de mise en place et une configuration de mise en contact
du raccord de blindage avec la gaine de blindage (16). Le manchon (26) forme un pont d'étanchéité entre deux tronçons (22, 24) d'une gaine
d'étanchéité (18) du câble (10), la gaine d'étanchéité (18) recouvrant, au moins partiellement, la gaine de blindage (16).
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