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Abstract (en)
[origin: WO2012028507A1] In order to draw fuel inside a cylinder (5) of a pump unit, a piston (7) is displaced along the cylinder (5) by a spring
(10) arranged between a pump body (2) and a support plate (11), which is mounted on the piston (7), and has a seat (14) for inserting the piston
(7) through the support plate (11), a seat (15) for engaging the piston (7) in the support plate (11), and a communicating section (16) for allowing
the piston (7) to pass between the insertion seat (14) and the engaging seat (15); the communicating section (16) being bounded laterally by two
elastically deformable arms (17) each having a respective free end (18).

IPC 8 full level
F02M 59/10 (2006.01); F02M 59/48 (2006.01); F04B 1/04 (2006.01); F04B 53/14 (2006.01)

CPC (source: EP KR)
F02M 59/10 (2013.01 - EP KR); F02M 59/48 (2013.01 - EP KR); F04B 1/04 (2013.01 - KR); F04B 1/0408 (2013.01 - EP);
F04B 1/0426 (2013.01 - EP); F04B 53/14 (2013.01 - KR)

Designated contracting state (EPC)
AL AT BE BG CH CY CZ DE DK EE ES FI FR GB GR HR HU IE IS IT LI LT LU LV MC MK MT NL NO PL PT RO RS SE SI SK SM TR

DOCDB simple family (publication)
WO 2012028507 A1 20120308; CN 103080530 A 20130501; CN 103080530 B 20160113; EP 2612017 A1 20130710; EP 2612017 B1 20141210;
IT 1401914 B1 20130828; IT MI20101594 A1 20120302; JP 2013540930 A 20131107; JP 5654682 B2 20150114; KR 20130103718 A 20130924;
RU 2013114165 A 20141010; RU 2573434 C2 20160120

DOCDB simple family (application)
EP 2011064537 W 20110824; CN 201180040979 A 20110824; EP 11746265 A 20110824; IT MI20101594 A 20100901;
JP 2013526410 A 20110824; KR 20137005394 A 20110824; RU 2013114165 A 20110824

https://worldwide.espacenet.com/patent/search?q=pn%3DEP2612017B1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP11746265&lng=en&tab=main
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=F02M0059100000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=F02M0059480000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=F04B0001040000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=F04B0053140000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F02M59/10
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F02M59/48
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F04B1/04
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F04B1/0408
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F04B1/0426
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F04B53/14

