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Abstract (en)
[origin: WO2012069869A1] This invention concerns a method for piloting at least one relay (101, 201, 301) on-board an automotive vehicle,
comprising pulse width modulation means (6) adapted to control the holding power available for the relay. The pulse width modulation means (6)
adjust the holding power to at least two intermediate and distinct levels inferior to a maximal value corresponding to the closing power of the relay
(101, 201, 301), and superior to a threshold low value, on the basis of at least one parameter representing the state of the vehicle.

IPC 8 full level
H01H 47/32 (2006.01); H01H 47/04 (2006.01)

CPC (source: EP)
H01H 47/325 (2013.01); H01H 47/04 (2013.01)

Citation (search report)
See references of WO 2012069869A1

Designated contracting state (EPC)
AL AT BE BG CH CY CZ DE DK EE ES FI FR GB GR HR HU IE IS IT LI LT LU LV MC MK MT NL NO PL PT RO RS SE SI SK SM TR

DOCDB simple family (publication)
WO 2012069869 A1 20120531; EP 2643842 A1 20131002; EP 2643842 B1 20141119

DOCDB simple family (application)
IB 2010003457 W 20101126; EP 10819725 A 20101126

https://worldwide.espacenet.com/patent/search?q=pn%3DEP2643842A1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP10819725&lng=en&tab=main
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=H01H0047320000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=H01H0047040000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=H01H47/325
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=H01H47/04

