
Title (en)
A HYDRAULIC DEVICE, A VEHICLE COMPRISING SUCH A HYDRAULIC DEVICE AND THE USE OF SUCH A HYDRAULIC DEVICE FOR
TILTING OF A CAB ARRANGED ON A CHASSIS

Title (de)
HYDRAULISCHE VORRICHTUNG, FAHRZEUG MIT EINEM SOLCHEN HYDRAULISCHEN VORRICHTUNG UND VERWENDUNG EINER
SOLCHEN HYDRAULISCHEN VORRICHTUNG ZUM KIPPEN EINES FAHRERHAUSES AUF EINEM FAHRGESTELL

Title (fr)
DISPOSITIF HYDRAULIQUE, VÉHICULE COMPRENANT UN TEL DISPOSITIF HYDRAULIQUE ET UTILISATION D'UN TEL DISPOSITIF
HYDRAULIQUE POUR LE BASCULEMENT D'UNE CABINE DISPOSÉE SUR UN CHÂSSIS

Publication
EP 2652338 A4 20140507 (EN)

Application
EP 10860839 A 20101214

Priority
SE 2010000298 W 20101214

Abstract (en)
[origin: WO2012082018A1] The invention relates to a hydraulic device (1) comprising a cylinder (2) and a piston (3) wherein the piston (3) is
arranged to be able to move back and forth in the cylinder (2). The piston (3) comprises a piston rod (4) and a piston disc (5) dividing the cylinder
(2) in the longitudinal extension in a first chamber (6) and a second chamber (7). The length of the of the piston rod (4) is controlled by controlling
the flow of hydraulic liquid to the respective chambers (6, 7) so as to extend the length of the piston when liquid is fed to a first inlet opening (8) in
the first chamber (6) via a first, push pipe (9) and to retract the piston rod when hydraulic liquid is fed to a second inlet opening (10) in the second
chamber (8) via a second, pull pipe (11). The hydraulic device is further provided with an instant pressure relief arrangement in response to an
external force above a certain limit acting to extend or retract the piston rod (4) relatively said cylinder (2). The hydraulic device may for example be
used for a tilting arrangement for a cab connected to a vehicle chassis.
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