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Abstract (en)
The arrangement (1) has a shaft pipe (10) made of plastic, and a shaft covering frame (20) comprising a tubular insertion section, which is inserted
into a pipe aperture (11) of the shaft pipe. A retaining projection (26) is arranged at the insertion section and connected with the shaft pipe in a
mounted state by plastic deformation of the shaft pipe in a form-fit manner. The retaining projection comprises an accumulating surface (30) turned
to a free end of the insertion section and running in a flat angle to the insertion section. An independent claim is also included for a method for
manufacturing a shaft arrangement.

Abstract (de)
Die Erfindung betrifft eine Schachtanordnung (1) und ein Verfahren zum Herstellen der Schachtanordnung. Die Schachtanordnung (1) umfasst
einen Schachtabdeckungsrahmen (20) und ein Schachtrohr (10) aus Kunststoff, wobei der Schachtabdeckungsrahmen (20) einen rohrförmigen
Einführungsabschnitt (22) aufweist, der in das Schachtrohrs (10) einführbar ist. Um eine sichere Verbindung von Schachtabdeckungsrahmen (20)
und Schachtrohr (10) zu erhalten, ist am Einführungsabschnitt (22) mindestens ein Haltevorsprung (26, 27) angeordnet, der im montierten Zustand
der Schachtanordnung (1) durch plastisches Verformen des Schachtrohres (10) mit dem Schachtrohr (10) formschlüssig verbunden ist.
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