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Abstract (en)
The construction machine has a hybrid drive that includes an internal combustion engine (1) and an electric motor (2). A left hydraulic pump (6.1) is
driven by the internal combustion engine, and a right hydraulic pump (6.2) is driven by the electric motor. The left hydraulic pump, the right hydraulic
pump and multiple hydraulic working machines (8) are respectively arranged on and connected to a hydraulic line system (7). The electric motor
and/or the right hydraulic pump are arranged on a rotatable upper carriage. An independent claim is included for a conversion kit for conversion of a
construction machine.

Abstract (de)
Die Erfindung betrifft eine Baumaschine mit einem Hybridantrieb, welcher einen Verbrennungsmotor (1) und einen Elektromotor (2) umfasst. Eine
erste Hydraulikpumpe (6.1) ist vorgesehen, welche vom Verbrennungsmotor (1) antreibbar ist. Eine zweite Hydraulikpumpe (6.2) ist vorgesehen ist,
welche vom Elektromotor (2) antreibbar ist. Ferner ist ein Hydraulikleitungssystem (7) angeordnet, an welchem die erste Hydraulikpumpe (6.1), die
zweite Hydraulikpumpe (6.2) und eine oder mehrere hydraulische Arbeitsmaschinen (8) der Baumaschine angeschlossen sind.
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