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Abstract (en)
The element has a contacting area for contacting a complementary contact element, and a connection area connected with an electrical conductor
(40), and comprises two areas (5, 6). One of the areas comprises a metallic coating i.e. tin-zinc-alloy (140). Another area is provided with a metallic
coating i.e. zinc-tin-alloy (141), that is different from the coating of the former area. The coating of the former area consists of higher tin content than
the coating of the latter area, and the coating of the latter are has higher zinc content than the coating of the former area. An independent claim is
also included for a method for manufacturing an electrical contact element.

Abstract (de)
Die Erfindung offenbart ein elektrisches Kontaktelement (1) mit einem Kontaktierungsbereich (2) zum Kontaktieren eines komplementären
Kontaktelements und einem Anschlussbereich (3).zur Verbindung mit einem elektrischen Leiter (40), wobei der Anschlussbereich (3) zwei Bereiche
(5, 6) umfasst, der ersten Bereich (5) hat eine metallische Beschichtung (140), die zur Kontaktierung mit einem elektrischen Leiter (40) geeignete
ist, und einen zweiten Bereich (6) der an den ersten Bereich (5) angrenzt, der zweite Bereich (6) ist mit einer metallischen Beschichtung (141)
versehen, die sich von der Beschichtung des ersten Bereichs (5) unterscheidet. Sowie ein Verfahren zum Herstellen eines solchen Kontaktelements.
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