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Abstract (en)
The aircraft has two half-wheels (1, 2) that are assembled between by connecting holding bolts (10) tightening between veils of half-wheels. Each
bolt comprises screw (11) with end forming head (12) and end (13) threaded to receive nut (14). The wheel equips with bars (20) of swing drive of
discs of brakes which are brought back on one of the half-wheels. The bars of drive comprises a one end (23) which is formed to cooperate with the
head of the screw of one of connecting holding bolts that the one end is held and immobilized when the bar is in place on the wheel.

Abstract (fr)
Roue d'aéronef comportant deux demi-roues (1, 2) assemblées entre elles au moyen de boulons d'assemblage (10 ; 110) serrant entre eux des
voiles des demi-roues, chaque boulon comportant une vis (11 ; 111) avec une extrémité formant tête (12 ; 112) et une extrémité filetée (13 ; 113)
pour recevoir un écrou (14 ; 114), la roue étant également équipée de barrettes (20 ; 120) d'entraînement en rotation de disques de freins qui sont
rapportées sur l'une des demi-roues, caractérisée en ce que les barrettes d'entraînement comportent une première extrémité (23 ; 123) qui est
conformée pour coopérer avec la tête de la vis d'un des boulons d'assemblage de que ladite première extrémité soit tenue et immobilisée lorsque la
barrette est en place sur la roue.
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