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Abstract (en)
To provide an air conditioner in which a blow-out port 5 is formed in the front surface of a cabinet 3, and an air guide panel 10 formed larger than the
blow-out port 5 is provided in front of the blow-out port 5. The air guide panel 10 is configured to be upwardly and downwardly opened respectively
about upper and lower shafts 11 and 12, and when the air guide panel 10 is closed, the air guide panel 10 is located in front of the blow-out port 5.
The upper shaft 11 is made movable, and when the air guide panel 10 is opened about the upper shaft 11, the upper shaft 11 is moved so as to be
close to the blow-out port 5. The end edge of the air guide panel 10, the end edge being located on the side of the upper shaft 11, is brought close
to the blow-out port 5. The air guide panel 10 is made continuous with an upper wall 21 of the blow-out port 5, so as to serve as a part of the blow-
out port 5. With the air conditioner according to the present application, it is possible to perform air blowing efficiently by using the air guide panel 10
which is configured to open and close the blow-out port 5.

IPC 8 full level
F24F 13/14 (2006.01); F24F 1/00 (2011.01)

CPC (source: EP)
F24F 1/0011 (2013.01); F24F 13/1426 (2013.01); F24F 2013/1446 (2013.01)

Designated contracting state (EPC)
AL AT BE BG CH CY CZ DE DK EE ES FI FR GB GR HR HU IE IS IT LI LT LU LV MC MK MT NL NO PL PT RO RS SE SI SK SM TR

DOCDB simple family (publication)
EP 2752625 A1 20140709; EP 2752625 A4 20151007; EP 2752625 B1 20200318; CN 103765120 A 20140430; CN 103765120 B 20160323;
JP 2013047580 A 20130307; JP 5215441 B2 20130619; WO 2013031317 A1 20130307

DOCDB simple family (application)
EP 12826816 A 20120530; CN 201280041482 A 20120530; JP 2011185707 A 20110829; JP 2012063880 W 20120530

https://worldwide.espacenet.com/patent/search?q=pn%3DEP2752625A1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP12826816&lng=en&tab=main
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=F24F0013140000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=F24F0001000000&priorityorder=yes&refresh=page&version=20110101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F24F1/0011
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F24F13/1426
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F24F2013/1446

