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Abstract (en)
The unit (1) has a fiber guide element (8) including a beginning (9) turned towards a pair of delivery rollers (4) and an end (10) turned away from
the pair of delivery rollers, where fiber composite (2) is fed to a spinning nozzle (5) with the pair of delivery rollers and is introduced into the spinning
nozzle through the fiber guide element. A yarn (3) is formed from the fiber composite through a yarn formation element (7). A feeding tool (12) feeds
additive (11) to the fiber composite, and is provided between the pair of delivery rollers and the end of the fiber guide element. The additive is a
chemical additive such as liquid additive.

Abstract (de)
Die Erfindung bezieht sich auf eine Spinnstelle einer Luftdüsenspinnmaschine zum Verspinnen eines Faserverbandes. Die Spinnstelle weist
ein Lieferwalzenpaar und eine Spinndüse auf, wobei die Spinndüse ein Garnbildungselement und ein Faserführungselement aufweist.
Das Faserführungselement hat ein dem Lieferwalzenpaar zugewandten Anfang und ein dem Lieferwalzenpaar abgewandten Ende. Der
Faserverband wird mit dem Lieferwalzenpaar der Spinndüse zugeführt und durch das Faserführungselement in die Spinndüse eingeführt und
anschliessend wird durch das Garnbildungselement aus dem Faserverband ein Garn gebildet. Zwischen dem Lieferwalzenpaar und dem Ende des
Faserführungselements ist ein Mittel zur Zuführung eines Additivs zum Faserverband vorgesehen.
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