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Abstract (en)
[origin: WO2014187862A1] An electrical connector comprises a middle housing part and a upper cover part connected to the middle housing part.
The upper cover part can be opened and closed. On the upper cover part, a first upper termination clamp is arranged. On the middle housing part,
a first upper contact spring is arranged. The middle housing part has a first upper opening for receiving a first core of a cable. The upper cover part
can be moved by linear motion in the direction of the middle housing part so that the first upper termination clamp of the first core is contacted in an
electrically conductive manner and pushed against the first upper contact spring.

Abstract (de)
Ein elektrischer Steckverbinder umfasst ein mittleres Gehäuseteil und ein oberes Deckelteil, das mit dem mittleren Gehäuseteil verbunden ist.
Das obere Deckelteil kann geöffnet und geschlossen werden. An dem oberen Deckelteil ist eine erste obere Schneidklemme angeordnet. An dem
mittleren Gehäuseteil ist eine erste obere Kontaktfeder angeordnet. Das mittlere Gehäuseteil weist eine erste obere Öffnung zur Aufnahme einer
ersten Ader eines Kabels auf. Das obere Deckelteil kann in einer Linearbewegung derart in Richtung des mittleren Gehäuseteils bewegt werden,
dass die erste obere Schneidklemme die erste Ader elektrisch leitend kontaktiert und gegen die erste obere Kontaktfeder gedrückt wird.
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