
Title (en)
METHOD, DEVICE AND SYSTEM FOR HANDOVER TO CIRCUIT SWITCHED DOMAIN

Title (de)
VERFAHREN, VORRICHTUNG UND SYSTEM ZUR WEITERREICHUNG AN EINE LEITUNGSVERMITTELTE DOMÄNE

Title (fr)
PROCÉDÉ, DISPOSITIF ET SYSTÈME DE TRANSFERT VERS UN DOMAINE À COMMUTATION DE CIRCUITS

Publication
EP 2874435 B1 20161026 (EN)

Application
EP 12881111 A 20120713

Priority
CN 2012078630 W 20120713

Abstract (en)
[origin: EP2874435A1] Embodiments of the present invention relate to the field of communication technologies, and provide a method, apparatus,
and system for a handover to a circuit switched domain. The method includes: selecting an MSC capable of both CSFB and SRVCC for a UE; and
selecting, if a location service of a CS domain triggers an SRVCC procedure for the UE when the UE has a VOIP service in progress, the MSC
capable of both CSFB and SRVCC in the SRVCC procedure, so that the UE, after being handed over to the CS domain, accesses the MSC and
implements the location service of the CS domain. The apparatus includes: a first selecting module and a second selecting module. The system
includes a UE and the apparatus. The embodiments of the present invention enable the UE with the VOIP service in progress to be correctly handed
over to the CS domain and implement the location service.
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