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Abstract (en)
[origin: CN104738918A] A clasp for a bracelet has first and second bracelet fasteners intending to be made integrally with the free end of the
bracelet, wherein the bracelet fasteners being closer to each other at the closing wearing positions than the opening positions to close and limit
the useful length of the bracelet; locking members keeping the bracelet fasteners at the closing positions; a control member used for the locking
members and arranged to unlock the clasp in response to the operation of users; and an adjusting device for adjusting the useful length of the
bracelet. The adjusting device comprises an adjusting member for bearing the first bracelet fastener and a locking member possessing a default
closing state and an opening state. According to the present invention, the adjusting device is different from the locking member, the locking member
is arranged to switch the closing state into the opening state by the action of users, so that the adjusting member can be independent from the
closing or opening state of the clasp to shift. The control member comprises a pushing member which can respond to the action of users to shaft
along a direction basically vertical with the longitudinal direction of the bracelet, and the pushing member is independent from the locking member.

IPC 8 full level
A44C 5/24 (2006.01)

CPC (source: EP US)
A44C 5/24 (2013.01 - US); A44C 5/246 (2013.01 - EP US); Y10T 24/213 (2015.01 - EP US)

Cited by
EP3417735A1; EP3417734A1; EP3795027A1; CN112515300A; US11583042B2; WO2018234474A1

Designated contracting state (EPC)
AL AT BE BG CH CY CZ DE DK EE ES FI FR GB GR HR HU IE IS IT LI LT LU LV MC MK MT NL NO PL PT RO RS SE SI SK SM TR

DOCDB simple family (publication)
EP 2888967 A1 20150701; EP 2888967 B1 20180502; CN 104738918 A 20150701; CN 104738918 B 20180410; HK 1211813 A1 20160603;
JP 2015123371 A 20150706; JP 6040213 B2 20161207; US 2015181988 A1 20150702; US 9993051 B2 20180612

DOCDB simple family (application)
EP 13199618 A 20131226; CN 201410835029 A 20141226; HK 15112785 A 20151229; JP 2014247661 A 20141208;
US 201414540793 A 20141113

https://worldwide.espacenet.com/patent/search?q=pn%3DEP2888967B1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP13199618&lng=en&tab=main
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=A44C0005240000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=A44C5/24
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=A44C5/246
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=Y10T24/213

