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Abstract (en)
[origin: US2015284175A1] A method for extracting liquid from a liquid dispenser (10), the dispenser including a liquid container (12) and, connected
to the container, a liquid dispensing device (14) which is able to take up liquid from the container and convey it along a path as far as at least one
liquid outlet (29a) so as to dispense this liquid to the outside, the method including a step of injecting a volume of extraction gas under pressure
into the container so as to apply pressure to the liquid of the container in order to cause it to flow along at least part of the device and allow a
predetermined quantity of liquid to be extracted from the dispenser.

Abstract (fr)
L'invention concerne un procédé d'extraction de liquide d'un appareil (10) de distribution de liquide, l'appareil comprenant un récipient de liquide
(12), et relié au récipient, un dispositif (14) de distribution de liquide qui est apte à prélever du liquide dans le récipient et à l'acheminer par un
chemin jusqu'à au moins une sortie de liquide (29a)afin de distribuer ce liquide à l'extérieur, caractérisé en ce que le procédé comprend une étape
d'injection sous pression d'un volume de gaz d'extraction dans le récipient de manière à exercer une pression sur le liquide du récipient pour le faire
circuler dans au moins une partie du dispositif et permettre l'extraction d'une quantité prédéterminée de liquide hors de l'appareil.
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