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Abstract (en)
[origin: WO2014094943A1] The invention relates to a rail system, comprising a rail vehicle that can be moved along a rail section, in particular
in which the rail section is composed of rail parts (2), wherein the rail vehicle has an electric motor (5), by means of which the rail vehicle can
be driven, in particular in a movable manner along the rail section in the rail direction, wherein one or a plurality of rotor disc arrangements (1) is
arranged in a stationary manner, in particular therefore connected to the rail section, wherein the rail vehicle has a reaction part (20), which can be
brought into functional connection with the rotor disc arrangement (1), in particular to generate a reaction force generated by eddy currents.

IPC 8 full level
B61B 3/02 (2006.01); B61B 13/12 (2006.01); B61C 13/04 (2006.01)

CPC (source: CN EP US)
B61B 3/02 (2013.01 - US); B61B 13/12 (2013.01 - CN EP US); B61C 13/04 (2013.01 - CN EP US)

Designated contracting state (EPC)
AL AT BE BG CH CY CZ DE DK EE ES FI FR GB GR HR HU IE IS IT LI LT LU LV MC MK MT NL NO PL PT RO RS SE SI SK SM TR

DOCDB simple family (publication)
DE 102012024693 B3 20140327; BR 112015014129 A2 20170711; BR 112015014129 B1 20210720; CN 104812651 A 20150729;
CN 104812651 B 20170405; DK 2934980 T3 20190715; EP 2934980 A1 20151028; EP 2934980 B1 20190424; US 2015336589 A1 20151126;
US 9834227 B2 20171205; WO 2014094943 A1 20140626

DOCDB simple family (application)
DE 102012024693 A 20121218; BR 112015014129 A 20131113; CN 201380061868 A 20131113; DK 13798566 T 20131113;
EP 13798566 A 20131113; EP 2013003414 W 20131113; US 201314653026 A 20131113

https://worldwide.espacenet.com/patent/search?q=pn%3DEP2934980B1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP13798566&lng=en&tab=main
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=B61B0003020000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=B61B0013120000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=B61C0013040000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B61B3/02
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B61B13/12
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B61C13/04

