
Title (en)
METHOD FOR PERFORMING BACKOFF IN WIRELESS LAN SYSTEM AND APPARATUS THEREFOR

Title (de)
VERFAHREN ZUR DURCHFÜHRUNG EINES BACKOFF IN EINEM WLAN-SYSTEM UND VORRICHTUNG DAFÜR

Title (fr)
PROCÉDÉ POUR RÉALISER UNE RÉDUCTION DE PUISSANCE DANS UN SYSTÈME DE RÉSEAU LOCAL SANS FIL ET APPAREIL
CORRESPONDANT

Publication
EP 2947946 A1 20151125 (EN)

Application
EP 13872157 A 20131030

Priority
• US 201361752998 P 20130116
• US 201361753445 P 20130117
• US 201361766126 P 20130219
• US 201361822933 P 20130514
• KR 2013009741 W 20131030

Abstract (en)
The present invention relates to a wireless communication system, and more particularly to a method for enabling a station (STA) to perform a
backoff in a wireless LAN system and an apparatus therefor. In a wireless LAN system according to an embodiment of the present invention, a
method for enabling a station (STA) to perform a backoff includes the steps of: performing a first backoff procedure at a first primary channel for
a transmission of a data unit having a size of a first channel width; performing a second backoff procedure at a second primary channel for a
transmission of a data unit having a size equal to or greater than a second channel width; if a transmission opportunity (TXOP) is permitted as a
result of the first backoff procedure, transmitting the data unit having a size of the first channel width; and if a TXOP is permitted as a result of the
second backoff procedure, transmitting the data unit having a size equal to or greater than the second channel width.
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