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Abstract (en)
[origin: WO2012056127A1] This connector for a ceiling framework made up of profile sections crossing one another at right angles is intended for
connecting these various profile sections by being fitted to the ends of certain profile sections which fit into apertures pierced in the other profile
sections. It comprises two parts, a primary clip (10) and a secondary clip (11), these two parts being associated with one another via a meltable
means capable of melting at the temperature of a fire in order to separate said two parts. In a fire, the secondary clips (11) become detached thus
allowing the primary clips (10) to fit more deeply into the apertures of the profile sections, making it possible to absorb the expansions due to the
heat of the fire and keep the framework and the ceiling sections it supports in place. The invention applies to the field of building construction.

Abstract (fr)
Cette ossature métallique pour plafond comporte des profilés principaux (2) et secondaires (4) connectés entre eux et perpendiculairement les uns
aux autres par des connecteurs qui sont associés à l'une des catégories de profilés et qui sont engagés dans des lumières percées dans les autres
profilés perpendiculaires pour recevoir des dalles (5), les profilés portant un marquage des lumières constitué par des signes qui se répètent de
façon séquentielle sur la longueur des profilés et sur chacune de leurs deux faces. L'espacement entre deux signes identiques de deux séquences
contiguës est égal à un module donné de dalles et le marquage est identique sur chaque face des profilés, commençant par le même signe du côté
de la même extrémité pour chaque face regardée.
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