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Abstract (en)
[origin: WO2015090503A1] On a track-laying machine (1) for performing track works, a number of fastening devices (9) is arranged at a distance
from one another in the longitudinal direction (2) of the machine in an upper end region (8) in relation to a vertical direction. A lower end of each
fastening device (9) in relation to the vertical direction is mounted on the track-laying machine (1), while an upper end of each fastening device (9)
that is located at a distance from the lower end is connected to a safety cable (12) extending in the longitudinal direction (2) of the machine.

IPC 8 full level
A62B 35/00 (2006.01); E01B 27/00 (2006.01); E01B 37/00 (2006.01)

CPC (source: AT EP US)
A62B 35/0043 (2013.01 - EP US); A62B 35/0068 (2013.01 - EP US); E01B 27/00 (2013.01 - AT EP US); E01B 29/00 (2013.01 - AT);
E01B 37/00 (2013.01 - AT EP US); E04G 21/3204 (2013.01 - AT); E01B 2203/00 (2013.01 - EP US)

Designated contracting state (EPC)
AL AT BE BG CH CY CZ DE DK EE ES FI FR GB GR HR HU IE IS IT LI LT LU LV MC MK MT NL NO PL PT RO RS SE SI SK SM TR

DOCDB simple family (publication)
WO 2015090503 A1 20150625; AT 14078 U1 20150415; CA 2928534 A1 20150625; CA 2928534 C 20210629; CN 105764575 A 20160713;
CN 105764575 B 20200313; DK 3082978 T3 20180108; EP 3082978 A1 20161026; EP 3082978 B1 20171011; ES 2648939 T3 20180108;
JP 2017501804 A 20170119; JP 6448646 B2 20190109; NO 3082978 T3 20180310; PL 3082978 T3 20180330; US 10011957 B2 20180703;
US 2016265168 A1 20160915

DOCDB simple family (application)
EP 2014003119 W 20141121; AT 4492013 U 20131217; CA 2928534 A 20141121; CN 201480063326 A 20141121; DK 14805490 T 20141121;
EP 14805490 A 20141121; ES 14805490 T 20141121; JP 2016541410 A 20141121; NO 14805490 A 20141121; PL 14805490 T 20141121;
US 201415033754 A 20141121

https://worldwide.espacenet.com/patent/search?q=pn%3DEP3082978B1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP14805490&lng=en&tab=main
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=A62B0035000000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=E01B0027000000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=E01B0037000000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=A62B35/0043
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=A62B35/0068
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=E01B27/00
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=E01B29/00
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=E01B37/00
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=E04G21/3204
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=E01B2203/00

