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Abstract (en)
[origin: US2016312521A1] The guiding device serves for holding and guiding a sliding door, with which a furniture opening of a piece of furniture
can be closed. The guiding device comprises a guide fitting that is connectable to the sliding door and that is connected via a first articulated joint
to a first end piece of a guide lever, whose second end piece is connected via a second articulated joint to a guide carriage, which comprises a
carriage body that holds at least one guide roller, which is guided in a guide channel that extends at least on one side in a terminal channel section
along a curve into the furniture opening.

Abstract (de)
Die Führungsvorrichtung (6), die für das Halten und Führen einer Schiebetür (91) insbesondere eines Schrankes (9) vorgesehen ist, mittels der eine
Schranköffnung (90) abschliessbar ist, umfasst einen Führungsbeschlag (61), der mit der Schiebetür (91) verbindbar ist und der durch ein erstes
Drehgelenk (613) mit einem ersten Endstück (63A) eines Führungshebels (63) verbunden ist, dessen zweites Endstück (63B) durch ein zweites
Drehgelenk (623) mit einem Führungslaufwerk (62) verbunden ist, das einen Laufwerkskörper (621) aufweist, der wenigstens eine Führungsrolle
(622) hält, die in einem Führungskanal (60) geführt ist, welcher zumindest in einem Endbereich (600) entlang einer Kurve in die Schranköffnung (90)
hinein verläuft.
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