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Abstract (en)
[origin: EP3090878A1] Disclosed is a device for imprinting a draft beer barrel, comprising a workbench (1) and a hydraulic pushing apparatus (2), an
apparatus for imprinting the outside of a beer barrel (3) and an apparatus for imprinting the inside of a beer barrel (4) mounted on the workbench (1).
The apparatus for imprinting the inside of a beer barrel (4) contains a rotating disc seat (41) rotating using a Z-axis as an axis, wherein the rotating
disc seat (41) can mount a beer barrel (5), and an inner matrix (61) imprinting an inside face of the beer barrel (5) is mounted on the peripheral face
of the rotating disc seat (41). The apparatus for imprinting the outside of a beer barrel (3) contains a connecting frame (31) moving linearly along
a Y-axis direction, an outer matrix (62) imprinting an outside face of the beer barrel (5) being provided on the connecting frame (31). The hydraulic
pushing apparatus (2) controls the outer matrix (62) on the connecting frame (31) moving linearly along an X-axis direction to make the outer matrix
(62) and the inner matrix (61) fit with the wall of the beer barrel (5) for stamping. Further disclosed is a process for imprinting a draft beer barrel. The
device and the process solve the problem in conventional technology of a semi-finished product being rejected due to imprinted material failing when
stretched or welded, thereby reducing manufacturing costs and time for a beer barrel.
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