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Abstract (en)
[origin: WO2015086908A1] A hydraulic valve body (100) comprises two main ports (P1, P2) as well as comprises four outlet ports (C1+, C2+, C5+,
C8+) and four respective inlet ports (C3-, C4-, C6-, C7-) for controlling hydraulic fluid between a channel system of the body and actuators (E1-E4).
The body is adapted to be configured for at least six different flow circuits in such a way that between one first outlet (C5+) and a second inlet (C7-)
the body is provided with a first channel (K1), between one second inlet (C6-) and a second outlet (C8+) the body is provided with a second channel
(K2), between one third inlet (C4-) and a fourth inlet (C3-) the body is provided with a third channel (K3). In addition, the body also comprises
a fourth channel (K4) provided between the first outlet (C5+) and the third outlet (C1+), said fourth channel (K4) being adapted to be openably
closable (T4), and wherein the body also comprises a fifth channel (K5) provided in the body between the fourth outlet (C2+) and the second main
port (P2), said fifth channel (K5) being adapted to be openably closable (T3). In addition, in connection with said channels (K1, K2, K3) are provided
control channels (MK1, MK2) for two control elements (M1, M2) to be controlled from outside independently of each other, such that the first control
element has its channel extending through the channels (K1, K2, K3) and arranged in communication with two outlet ports (C2+, C8+) and two inlet
ports (C3-, C7-) and the second control element has its channel extending through the channels (K1, K2, K3) and arranged in communication with
two outlet ports (C1+, C5+) and two inlet ports (C4-, C6-).
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