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Abstract (en)
The present invention relates to a guide rail (10) for receiving and supporting a baking tray or cooking grid. The guide rail (10) includes an upper
rod (12) and a lower rod (14). The upper rod (12) and the lower rod (14) are arranged parallel to each other. The guide rail (10) includes at least two
holding elements (16, 18) interconnecting the upper rod (12) and the lower rod (14). At least two of the holding elements (16, 18) include in each
case at least one recess engageable or engaged with a fastening element (22) attached or attachable at a side wall (20) of the oven cavity (32),
so that the guide rail (10) is attachable at and removable from the fastening elements (22) at the side wall (20) of the oven cavity (32), wherein the
upper rod (12) and the lower rod (14) are arrangeable horizontally at the side wall (20) of the oven cavity (32), and wherein a lateral border of the
baking tray or cooking grid is arrangeable between the upper rod (12) and the lower rod (14).

IPC 8 full level
F24C 15/16 (2006.01)

CPC (source: EP US)
F24C 15/16 (2013.01 - EP US)

Citation (search report)
• [X] EP 2757322 A1 20140723 - ELECTROLUX HOME PROD CORP [BE]
• [X] EP 2554914 A1 20130206 - BSH BOSCH SIEMENS HAUSGERAETE [DE]
• [X] DE 102006062070 A1 20080724 - BSH BOSCH SIEMENS HAUSGERAETE [DE]
• [I] DE 10338158 A1 20050324 - SCHOCK METALLWERK [DE]
• [A] US 2012160228 A1 20120628 - KIM WAN SOO [KR], et al
• [A] EP 2843316 A1 20150304 - LAAG S R L [IT]
• [A] EP 1553350 A1 20050713 - BSH BOSCH SIEMENS HAUSGERAETE [DE]

Cited by
CN111820765A; WO2019137847A1; EP3712508A1

Designated contracting state (EPC)
AL AT BE BG CH CY CZ DE DK EE ES FI FR GB GR HR HU IE IS IT LI LT LU LV MC MK MT NL NO PL PT RO RS SE SI SK SM TR

Designated extension state (EPC)
BA ME

DOCDB simple family (publication)
EP 3211323 A1 20170830; EP 3211323 B1 20210804; AU 2017224010 A1 20180719; BR 112018067284 A2 20190102;
CN 108603665 A 20180928; US 2019049120 A1 20190214; WO 2017144264 A1 20170831

DOCDB simple family (application)
EP 16187229 A 20160905; AU 2017224010 A 20170207; BR 112018067284 A 20170207; CN 201780010095 A 20170207;
EP 2017052619 W 20170207; US 201716078458 A 20170207

https://worldwide.espacenet.com/patent/search?q=pn%3DEP3211323A1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP16187229&lng=en&tab=main
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=F24C0015160000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F24C15/16

