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Abstract (en)
[origin: US2017306612A1] A bracket anchor for fastening a facing to a supporting wall has a bracket head for fastening the bracket anchor to the
supporting wall, a web plate, a support element for supporting the facing, and a pressure element for transmitting pressure from the bracket anchor
to the supporting wall. The support element and the pressure element are secured to the web plate. The entire web plate is formed from a single
plate of constant wall thickness. The web plate includes a tension strut and a compression strut which are connected to one another only at their
ends facing the support element and at most over half of the projecting length of the bracket anchor.

Abstract (de)
Ein Konsolanker (1) zur Befestigung einer Verblendung (2) an einer Tragwand (3) besitzt einen Konsolkopf (4, 54) zur Befestigung des Konsolankers
(1) an der Tragwand (3), ein Stegblech (5), ein Auflagerelement (6, 36) zur Abstützung der Verblendung (2) sowie ein Druckelement (7) zur
Druckübertragung vom Konsolanker (1) auf die Tragwand (3). Das Auflagerelement (36) und das Druckelement (7) sind am Stegblech (5) festgelegt.
Das gesamte Stegblech (5) ist aus einem einzigen Blech konstanter Wandstärke (d) geformt. Das Stegblech (5) umfasst eine Zugstrebe und eine
Druckstrebe, die lediglich an ihren dem Auflagerelement (6, 36) zugewandten Enden (42, 44) und höchstens über die Hälfte der Kraglänge (L) des
Konsolankers (1) miteinander verbunden sind.
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