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Abstract (en)
A unit (2) for forming a coaxial stream (3) in a machine (1) for making coaxial cigarettes, comprises a suction conveyor (8) comprising an air
permeable belt (9) which is wound in a loop around a chamber (10) communicating with a suction unit and which is movable in a direction of travel
("A") to define a closed path ("P"). A first unit (4) for feeding a first smokable material suitable for at least partly forming a tubular portion (3b) of
the coaxial stream (3) is configured to feed the first smokable material along a first stretch ("P1") of the path ("P") and a second unit (6) for feeding
a second smokable material suitable for forming a core (3a) of the coaxial stream (3) is configured to feed the second smokable material along a
second stretch ("P2") of the path ("P") downstream of the first stretch ("P1") in the direction of travel ("A") of the belt (9). Shaping means (11) are
located along a third stretch ("P3") of the path ("P") downstream of the second stretch ("P2") in the direction of travel ("A") of the belt (9) and are
configured to progressively deform the belt (9) as it advances along the path ("P") in such a way as to wrap it around the first smokable material to
form the tubular portion (3b) of the coaxial stream (3) around the core

IPC 8 full level
A24C 5/18 (2006.01)

CPC (source: EP)
A24C 5/1821 (2013.01)

Citation (applicant)
• WO 2007069091 A2 20070621 - PHILIP MORRIS PROD [CH]
• EP 0503461 A1 19920916 - BAT CIGARETTENFAB GMBH [DE]
• DE 102013220757 B3 20150115 - HAUNI MASCHINENBAU AG [DE]
• GB 2260887 A 19930505 - ROTHMANS INT TOBACCO [GB]

Citation (search report)
• [A] US 4632130 A 19861230 - HEITMANN UWE [DE], et al
• [A] EP 1449447 A1 20040825 - JAPAN TOBACCO INC [JP]
• [A] EP 1004248 A2 20000531 - HAUNI MASCHINENBAU AG [DE]
• [A] US 4207906 A 19800617 - KALIES HELMUT [DE], et al
• [AD] DE 102013220757 B3 20150115 - HAUNI MASCHINENBAU AG [DE]
• [A] GB 2260887 A 19930505 - ROTHMANS INT TOBACCO [GB]
• [A] DE 19518179 A1 19951123 - MOLINS PLC [GB]

Cited by
IT202100007073A1

Designated contracting state (EPC)
AL AT BE BG CH CY CZ DE DK EE ES FI FR GB GR HR HU IE IS IT LI LT LU LV MC MK MT NL NO PL PT RO RS SE SI SK SM TR

Designated extension state (EPC)
BA ME

DOCDB simple family (publication)
EP 3245884 A1 20171122; EP 3245884 B1 20181205; IT UA20163538 A1 20171118

DOCDB simple family (application)
EP 17171321 A 20170516; IT UA20163538 A 20160518

https://worldwide.espacenet.com/patent/search?q=pn%3DEP3245884A1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP17171321&lng=en&tab=main
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=A24C0005180000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=A24C5/1821

