
Title (en)
FRICTION-OPTIMISED PRESSING DEVICE

Title (de)
REIBUNGSOPTIMIERTE PRESSVORRICHTUNG

Title (fr)
DISPOSITIF DE PRESSE A FAIBLE FRICTION

Publication
EP 3248734 B1 20190227 (DE)

Application
EP 16171531 A 20160526

Priority
EP 16171531 A 20160526

IPC 8 full level
B25B 27/10 (2006.01); B21D 39/04 (2006.01)

CPC (source: EP)
B21D 39/048 (2013.01); B25B 27/10 (2013.01)

Citation (examination)
• EP 2918354 A1 20150916 - VIEGA GMBH & CO KG [DE]
• DE 202005008126 U1 20061005 - HERRLE RICHARD [DE]

Designated contracting state (EPC)
AL AT BE BG CH CY CZ DE DK EE ES FI FR GB GR HR HU IE IS IT LI LT LU LV MC MK MT NL NO PL PT RO RS SE SI SK SM TR

DOCDB simple family (publication)
EP 3248734 A1 20171129; EP 3248734 B1 20190227

DOCDB simple family (application)
EP 16171531 A 20160526

https://worldwide.espacenet.com/patent/search?q=pn%3DEP3248734B1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP16171531&lng=en&tab=main
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=B25B0027100000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=B21D0039040000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B21D39/048
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B25B27/10

