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Abstract (en)
[origin: WO2014013321A1] The invention relates to a system for fixing a radiator to a wall, characterized by having a plurality of differently designed
lower parts (4; 4') and upper parts (5; 5') for maintaining a radiator. The lower parts (4; 4') and upper parts (5; 5') are designed so that they can be
combined together in a modular manner to form a support rail (1; 1'). In certain uses, the support rail (1; 1') comprises one of the lower parts (4) and
one of the upper parts (5) and extends vertically.

Abstract (de)
Die Erfindung betrifft ein System zur Befestigung eines Heizkörpers an einer Wand, mit zwei Tragschienen (1; 1'), welche im bestimmungsgemäßen
Verwendungsfall jeweils ein Unterteil (4; 4') und ein Oberteil (5; 5') aufweisen und sich vertikal erstrecken, sowie einem sich bei einer
bestimmungsgemäßen Verwendung horizontal erstreckendes Verbindungselement (2; 2'), wobei die Tragschienen (1, 1; 1', 1') drehfest an dem
Verbindungselement (2; 2') angeordnet sind und wobei die Tragschienen (1, 1; 1', 1') verschiebbar an dem Verbindungselement (2; 2') angeordnet
sind, gekennzeichnet durch eine Nivelliereinrichtung, die an dem Verbindungselement (2, 2') angeordnet ist.
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