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Abstract (en)
[origin: US2018202206A1] A hinge arrangement for detachably connecting construction elements that are to be pivotably connected to each other
is provided with an axial pin with a first end provided with a collar wider than the pin body. A first hinge part with a first bushing is to be connected
to a first construction component. A second hinge part with a second bushing is to be connected to a second construction component. The first
and second hinge parts are connected pivotably to each other by the axial pin extending through the first and second bushings. The axial pin has a
recess. The first hinge part has a fixation element extending into the first bushing and slidable transverse to a longitudinal extension of the axial pin.
The fixation element has a projection projecting in a connected state of the first and second construction elements into the recess of the axial pin.

IPC 8 full level
E05D 5/12 (2006.01); E05D 7/10 (2006.01)

CPC (source: EP US)
E05D 3/02 (2013.01 - EP US); E05D 5/128 (2013.01 - EP US); E05D 7/1022 (2013.01 - EP US); E05D 15/26 (2013.01 - US);
E05D 7/1061 (2013.01 - EP US); E05D 2011/1092 (2013.01 - US); E05Y 2900/132 (2013.01 - US); E05Y 2900/531 (2013.01 - EP US)

Designated contracting state (EPC)
AL AT BE BG CH CY CZ DE DK EE ES FI FR GB GR HR HU IE IS IT LI LT LU LV MC MK MT NL NO PL PT RO RS SE SI SK SM TR

DOCDB simple family (publication)
EP 3348762 A1 20180718; EP 3348762 B1 20230607; EP 3348762 C0 20230607; DE 102017100644 A1 20180719;
DE 102017100644 B4 20180830; US 10415282 B2 20190917; US 2018202206 A1 20180719

DOCDB simple family (application)
EP 17211128 A 20171229; DE 102017100644 A 20170113; US 201815866657 A 20180110

https://worldwide.espacenet.com/patent/search?q=pn%3DEP3348762B1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP17211128&lng=en&tab=main
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=E05D0005120000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=E05D0007100000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=E05D3/02
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=E05D5/128
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=E05D7/1022
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=E05D15/26
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=E05D7/1061
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=E05D2011/1092
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=E05Y2900/132
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=E05Y2900/531

