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Abstract (en)
[origin: US2018273058A1] The railway vehicle bogie, comprising a body and two axles, the body comprising two beams extending in a longitudinal
direction, each axle comprising a pair of wheels each provided with a tire and a connecting device extending between said wheels, each axle
comprising an axle box extending in a transverse direction substantially perpendicular to the longitudinal direction and at least partially surrounding
the connecting device. The beams of the body are connected to each other by the axles, the axle box of each axle being rigidly fixed to each of said
beams.

Abstract (fr)
Le bogie (1) de véhicule ferroviaire, comprenant un châssis (2) et deux essieux (4), le châssis (2) comprenant deux longerons (6) s'étendant selon
une direction longitudinale, chaque essieu (4) comprenant une paire de roues (20) pourvues chacune d'un pneu (21) et un dispositif de liaison
s'étendant entre lesdites roues (20), chaque essieu (4) comprenant un carter d'essieu (22) s'étendant selon une direction transversale sensiblement
perpendiculaire à la direction longitudinale et entourant au moins partiellement le dispositif de liaison. Les longerons (6) du châssis (2) sont reliés
l'un à l'autre par les essieux (4), le carter d'essieu (22) de chaque essieu (4) étant fixé rigidement à chacun desdits longerons (6).
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