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Abstract (en)
[origin: WO2017211592A1] The invention relates to a method for producing a honeycomb structure comprising at least one at least partially
structured metal film, wherein the metal film is arranged in partial regions of the honeycomb structure in such a way that it is kept electrically isolated
at a distance from an adjacently arranged metal film by an air gap, at least comprising the following steps: a. providing the at least one metal film;
b. providing a forming plate with a supporting surface and at least a first web structure, extending in an axial direction from the supporting plate,
wherein the first web structure also extends in a plane parallel to the supporting surface and forms an image of the air gap to be produced in the
honeycomb structure; c. arranging the at least one metal film on the supporting surface in the first web structure.

IPC 8 full level
F01N 3/28 (2006.01); F01N 13/18 (2010.01)

CPC (source: EP KR US)
F01N 3/2026 (2013.01 - US); F01N 3/281 (2013.01 - EP KR US); F01N 3/2842 (2013.01 - US); F01N 13/18 (2013.01 - EP KR);
F01N 2330/04 (2013.01 - EP US); F01N 2330/40 (2013.01 - KR); F01N 2330/44 (2013.01 - EP KR US)

Designated contracting state (EPC)
AL AT BE BG CH CY CZ DE DK EE ES FI FR GB GR HR HU IE IS IT LI LT LU LV MC MK MT NL NO PL PT RO RS SE SI SK SM TR

DOCDB simple family (publication)
WO 2017211592 A1 20171214; CN 109154226 A 20190104; CN 109154226 B 20210105; DE 102016210235 A1 20171228;
EP 3469196 A1 20190417; EP 3469196 B1 20200415; JP 2019521273 A 20190725; JP 6622429 B2 20191218; KR 102130238 B1 20200703;
KR 20190003760 A 20190109; US 11078820 B2 20210803; US 2020340385 A1 20201029

DOCDB simple family (application)
EP 2017062599 W 20170524; CN 201780030675 A 20170524; DE 102016210235 A 20160609; EP 17726272 A 20170524;
JP 2018564330 A 20170524; KR 20187035493 A 20170524; US 201716305642 A 20170524

https://worldwide.espacenet.com/patent/search?q=pn%3DEP3469196B1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP17726272&lng=en&tab=main
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=F01N0003280000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=F01N0013180000&priorityorder=yes&refresh=page&version=20100101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F01N3/2026
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F01N3/281
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F01N3/2842
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F01N13/18
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F01N2330/04
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F01N2330/40
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F01N2330/44

