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Abstract (en)
[origin: WO2018078073A1] The invention relates to a screw pump (1), in particular a double screw pump, comprising a multiple-piece housing (2, 7,
15, 21) and at least two coupled rotors (3, 3a) which form chambers with in each case at least one thread-shaped profile (4, 4a) which is configured
at least in regions with helical channels (5, 5a) and with dividing walls (6, 6a) which delimit the channels (5, 5a), wherein the rotors (3, 3a) perform
an opposed rotor rotation, and the dividing walls (6, 6a) engage into one another in a gearwheel-like manner, a running housing part (7), wherein
the running housing part (7) encloses the rotors (3, 3a) without contact, wherein the rotors (3, 3a) form, with the running housing part (7), at least
one conveying chamber (8, 8a) for the fluid to be conveyed, wherein the conveying chamber (8, 8a) migrates axially along the rotor axis (10, 10a)
and conveys the fluid from a suction chamber (11) into a pressure chamber (12), a suction-side connector element (13) which is connected fluidically
to the suction chamber (11), and a pressure-side connector element (14) which is connected fluidically to the pressure chamber (12), wherein the
suction-side connector element (13) and the pressure-side connector element (14) are arranged on a connector housing part (15) of the multiple-
piece housing (2, 7, 15, 21), wherein the housing (2, 7, 15, 21) has a planar dividing plane (16) which runs parallel to the rotor axes (10, 10a)
between the running housing part (7) and the connector housing part (15).
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