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Abstract (en)
[origin: WO2018097826A1] An apparatus (100) includes: a expandable structure (140) formable into three dimensional shapes including a range
of diameters (D) and corresponding lengths (L); a movable component (106) moveable between a range of positions (124, 126) effecting the range
of diameters; and a mechanical linkage (110) disposed between the movable component and the expandable structure. The expandable structure
is configured to fit inside a working channel (204) of an endoscope (202) when the expandable structure is collapsed. The mechanical linkage
is configured to move the collapsed expandable structure through the working channel to a selected location (400) past a distal end (404) of the
endoscope and to increase and decrease a diameter of the expandable structure in response to changes in the position of the movable component
when the expandable structure is at the selected location.

IPC 8 full level
A61B 17/00 (2006.01); A61B 17/02 (2006.01); A61B 17/94 (2006.01); A61F 2/00 (2006.01); A61F 2/82 (2013.01)

CPC (source: EP)
A61B 17/0218 (2013.01); A61B 17/24 (2013.01); A61B 2017/00292 (2013.01); A61B 2017/00557 (2013.01); A61B 2017/00986 (2013.01);
A61B 2090/309 (2016.02)

Citation (search report)
• [L] WO 2016191419 A1 20161201 - UNIV MARYLAND [US], et al
• See references of WO 2018097826A1

Designated contracting state (EPC)
AL AT BE BG CH CY CZ DE DK EE ES FI FR GB GR HR HU IE IS IT LI LT LU LV MC MK MT NL NO PL PT RO RS SE SI SK SM TR

DOCDB simple family (publication)
WO 2018097826 A1 20180531; EP 3544519 A1 20191002; EP 3544519 A4 20201104

DOCDB simple family (application)
US 2016063495 W 20161123; EP 16922379 A 20161123

https://worldwide.espacenet.com/patent/search?q=pn%3DEP3544519A4?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP16922379&lng=en&tab=main
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=A61B0017000000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=A61B0017020000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=A61B0017940000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=A61F0002000000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=A61F0002820000&priorityorder=yes&refresh=page&version=20130101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=A61B17/0218
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=A61B17/24
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=A61B2017/00292
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=A61B2017/00557
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=A61B2017/00986
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=A61B2090/309

