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Abstract (en)
[origin: WO2018109077A1] The invention relates to a fire extinguishing system valve (1), in particular a wet alarm valve, dry alarm valve or spray
water valve, having a housing (2, 3) that has a fluid inlet chamber (8), a fluid outlet chamber (9) and a closing body (4a) that can be moved back
and forth between a blocked state and a release state, wherein the fluid inlet chamber (8) and the fluid outlet chamber (9) communicate directly
with each other in a fluid-conducting manner in the release state, and the closing body (4a) prevents direct communication between the fluid inlet
chamber (8) and the fluid outlet chamber (9) in the blocked state, characterised by a bypass line (10) integrated in the housing, which bypass line is
connected in a fluid-conducting manner to the fluid inlet chamber (8) and to the fluid outlet chamber (9).

IPC 8 full level
A62C 35/60 (2006.01); A62C 35/68 (2006.01); A62C 37/50 (2006.01)

CPC (source: EP US)
A62C 35/605 (2013.01 - EP US); A62C 35/64 (2013.01 - US); A62C 35/68 (2013.01 - EP US); A62C 37/50 (2013.01 - EP US)

Citation (search report)
See references of WO 2018109077A1

Designated contracting state (EPC)
AL AT BE BG CH CY CZ DE DK EE ES FI FR GB GR HR HU IE IS IT LI LT LU LV MC MK MT NL NO PL PT RO RS SE SI SK SM TR

Designated extension state (EPC)
BA ME

DOCDB simple family (publication)
WO 2018109077 A1 20180621; CN 110087741 A 20190802; CN 110087741 B 20210917; DE 102016124475 A1 20180621;
EP 3554652 A1 20191023; EP 3554652 B1 20210825; US 2019388718 A1 20191226

DOCDB simple family (application)
EP 2017082800 W 20171214; CN 201780078096 A 20171214; DE 102016124475 A 20161215; EP 17829166 A 20171214;
US 201716469591 A 20171214

https://worldwide.espacenet.com/patent/search?q=pn%3DEP3554652A1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP17829166&lng=en&tab=main
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=A62C0035600000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=A62C0035680000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=A62C0037500000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=A62C35/605
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=A62C35/64
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=A62C35/68
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=A62C37/50

