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Abstract (en)
[origin: WO2017178228A1] The invention relates to a corrugator, comprising at least one corrugated board production device (7) for producing at
least one corrugated board web (8, 28) which is laminated on one side with a respective corrugated web (14) and a top web (18), a connecting
device (42) which is arranged downstream of the at least one corrugated board production device (7) for connecting the at least one corrugated
board web (8, 28) which is laminated on one side and a laminating web (6, 34) to one another with the formation of an at least three-layer corrugated
board web (4), at least one cutting device (54) for producing corrugated board sheets (58) from the at least three-layer corrugated board web (4),
and at least one individual code reading device (77, 78, 79; 94, 98, 102) for reading corrugated board sheet individual codes (5) on at least one of
the webs (6, 14, 18, 28, 34) of the at least three-layer corrugated board web (4) and/or on at least one of the webs (6, 8, 14, 18, 28, 34) for forming
the at least three-layer corrugated board web (4) and/or on the corrugated board sheets (58).

Abstract (de)
Die Erfindung betrifft eine Wellpappeanlage, umfassend mindestens eine Wellpappe-Herstellvorrichtung (7) zum Herstellen mindestens einer
einseitig kaschierten Wellpappebahn (8, 28), eine der mindestens einen Wellpappe-Herstellvorrichtung (7) nachgeordnete Verbindungsvorrichtung
(42) zum Verbinden der mindestens einen einseitig kaschierten Wellpappebahn (8, 28) und einer Kaschierbahn (6, 34) unter Bildung einer
mindestens dreilagigen Wellpappebahn (4) miteinander, mindestens eine Schneidevorrichtung (54) zum Erzeugen von Wellpappebögen (58) und
mindestens eine Individualcode-Lesevorrichtung (77, 78, 79) zum Lesen von Wellpappebogen-Individualcodes (5) auf mindestens einer der Bahnen
(6, 14, 18, 28, 34) der mindestens dreilagigen Wellpappebahn (4) und/oder auf mindestens einer der Bahnen (6, 8, 14, 18, 28, 34) zur Bildung der
mindestens dreilagigen Wellpappebahn (4) und/oder auf den Wellpappebögen (58). Eine Wellpappeanlagen-Steuervorrichtung (83) ist im Stande,
mindestens eine Wellpappebogen-Ablagevorrichtung (59) zum Ablegen der Wellpappebögen (58) entsprechend dem mindestens einen gelesenen
zugehörigen Wellpappebogen-Individualcode (5) individuell anzusteuern.
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