
Title (en)
BAKED SMOKING SET COMPRISING A SHEET-SHAPED HEATING ELEMENT

Title (de)
BACK-RÄUCHER-SET UMFASSEND EIN BLATTFÖRMIGES HEIZELEMENT

Title (fr)
ENSEMBLE À FUMER CUIT COMPRENANT UN ÉLÉMENT CHAUFFANT EN FORME DE FEUILLE

Publication
EP 3626089 B1 20230510 (EN)

Application
EP 19198577 A 20190920

Priority
CN 201811110771 A 20180921

Abstract (en)
[origin: EP3626089A1] The invention relates to a baked smoking set, comprising a tubular sleeve and a sheet-shaped heating element detachably
inserted into the sleeve. The heating element comprises a first side and a second side opposite to the first side in a width direction, the first side and
the second side are respectively provided with a blade portion that allows a thickness of the heating element to gradually decrease towards an edge
in the width direction, wherein a center line of the heating element is in the center of the sleeve, and distances from the two opposite edges in the
width direction of the heating element to an inner wall surface of the sleeve respectively are equivalent. Since the two sides of the heating element
become thinner gradually, when the heating element is inserted into a cigarette received in the sleeve, pressures of the two sides of the heating
element on tobaccos can be reduced, and tobaccos proximal to the two sides corresponding to the blade portions may not be subjected to large
extrusion or compression, thereby relieving the pressures on tobaccos proximal to the two sides, and improving atomizing efficiency of tobaccos. The
blade portion also can represent a smooth transition, to prevent tobaccos from sticking on the two sides of the heating element.
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