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Abstract (en)
[origin: WO2019115265A1] The invention relates to a drawing frame for drawing a fibre composite (1), comprising: at least one first roller pair (2)
consisting of a top roller (3) and a bottom roller (4); a second roller pair (5) consisting of an output top roller (6) and an output bottom roller (7);
and a fibre compaction arranged downstream of the output roller pair (5) for compacting the drawn fibre composite, said fibre compaction having
a pneumatic compaction device with a fibre bundling zone (8) and with a suction pipe (9) around which a screen element (21) is wrapped and
which can be subjected to suction. A first clamping point (K1) is defined by the first roller pair (2) and a second clamping point (K2) is defined by the
second roller pair (5), wherein the first clamping point (K1) and the second clamping point (K2) form a drawing field plane (24) through which the
fibre composite (1) passes in a running direction (15) from the first clamping point (K1) to the second clamping point (K2). The output top roller (6)
has, as seen in the drawing field plane (24) in the running direction (15) of the fibre composite (1), a curtain (A) relative to the output bottom roller
(7). A third clamping point (K3) is defined by the output top roller (6) and the screen element (21), wherein a clamping length (B) from the second
clamping point (K2) to the third clamping point (K3) along a surface of the output top roller (6) is less than an average staple length of the fibre
composite (1) to be drawn.
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