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Abstract (en)
[origin: ES1240534U] Arm (B) provided with a main body (1) defining a longitudinal direction (L), an arm end (2) and coupling and fixing means
between the main body (1) and the end (2) of arm, in which the main body (1) is a hollow profile (11) so that a channel (12) is defined therein, and
the arm end (2) comprises on one side a fitting end (21) for fitting into the channel (12) of the hollow profile (11) and on the other hand a joint (22),
characterized in that the coupling and fixing means between the main body (1) and the arm end (2) They consist of: - at least one inner projection
(13a) disposed in the recess (12) of the profile (1) and provided with at least one screw hole (14a) having the longitudinal direction (L); and -
arranged at the arm end (2), at least one socket channel (22a) for housing the inner boss (13a), at least one support surface (23a) provided with at
least one hole (24a) and arranged adjacently to the socket channel (22a) for housing the inner projection (13a); and - at least one screw (25a); so
that the main body (1) and the arm end (2) can be reversibly coupled and fixed together by inserting the fitting end (21) into the hollow profile (11),
so that the inner projection (13a) is housed in the socket channel (22a) for housing the inner boss (13a), by inserting the screw (25a) into the hole
(24a), supporting its head (26a) on the support surface (23a)) and threading its fillet (27a) into the screw hole (14a) of the inner projection (13a).
(Machine-translation by Google Translate, not legally binding)
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