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Abstract (en)
[origin: WO2020030602A1] The invention relates to a method for producing a wall for a piece of furniture. The method is distinguished by the
following steps: providing two panel-form core halves (41a, 41b), of which at least one has at least one aperture (42), which extends only along a
portion of a side surface (412) of the core half (41a, 41b); inserting a fitting (30), or a fitting housing, into the at least one aperture (42) and joining
together the two core halves (41a, 41b) to form a composite element (40), which encloses the fitting (30), or the fitting housing, wherein the side
surfaces (412) of the two core halves (41a, 41b) are located one upon the other; applying a narrow-surface coating (43) to at least one end surface
of the composite element (40), said end surface being oriented transversely to the side surface (412); and making an opening (44) in a portion of
the at least one end surface, said opening extending as far as the fitting (30), or the fitting housing. The invention also relates to a wall which is
produced by such a method and is intended for a basic furniture structure (10), and to a piece of furniture or a basic furniture structure (10) having
such a wall.

IPC 8 full level
A47B 96/20 (2006.01); E05D 15/40 (2006.01); E05F 1/10 (2006.01)

CPC (source: EP US)
A47B 96/205 (2013.01 - EP US); E05D 15/40 (2013.01 - EP US); E05F 1/12 (2013.01 - EP US); E05Y 2600/41 (2013.01 - EP US);
E05Y 2600/502 (2013.01 - EP US); E05Y 2600/526 (2013.01 - EP US); E05Y 2600/53 (2013.01 - EP US); E05Y 2900/20 (2013.01 - EP US)

Citation (examination)
WO 2018158153 A1 20180907 - AMBIGENCE GMBH & CO KG [DE]

Designated contracting state (EPC)
AL AT BE BG CH CY CZ DE DK EE ES FI FR GB GR HR HU IE IS IT LI LT LU LV MC MK MT NL NO PL PT RO RS SE SI SK SM TR

DOCDB simple family (publication)
DE 102018119539 A1 20200213; CN 112566529 A 20210326; EP 3833222 A1 20210616; EP 3833222 B1 20221228;
US 11382425 B2 20220712; US 2021212466 A1 20210715; WO 2020030602 A1 20200213

DOCDB simple family (application)
DE 102018119539 A 20180810; CN 201980053664 A 20190805; EP 19752464 A 20190805; EP 2019071040 W 20190805;
US 201917267225 A 20190805

https://worldwide.espacenet.com/patent/search?q=pn%3DEP3833222B1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP19752464&lng=en&tab=main
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=A47B0096200000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=E05D0015400000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=E05F0001100000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=A47B96/205
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=E05D15/40
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=E05F1/12
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=E05Y2600/41
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=E05Y2600/502
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=E05Y2600/526
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=E05Y2600/53
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=E05Y2900/20

