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Abstract (en)
[origin: WO2020076693A1] A method of making a face mask for a face of a human user can include determining a lower eye region bound and
determining an upper eye region bound by locating an upper bound of the eyeball as determined by a peak point of an arc of concavity in an upper
eyelid of the at least one eye when the eye is closed. The method can also include setting a first anchor point about 0 mm to about 10 mm below
the lower eye region bound, and setting a second anchor point about 0 mm to about 10 mm above the upper eye region bound; and defining at least
one eye opening for a face mask having first edge that intersects the first anchor point and a second edge that intersects the second anchor point.

IPC 8 full level
A45D 44/00 (2006.01)

CPC (source: EP)
A45D 44/002 (2013.01)

Designated contracting state (EPC)
AL AT BE BG CH CY CZ DE DK EE ES FI FR GB GR HR HU IE IS IT LI LT LU LV MC MK MT NL NO PL PT RO RS SE SI SK SM TR

DOCDB simple family (publication)
WO 2020076693 A1 20200416; CN 112533510 A 20210319; CN 112533510 B 20240604; EP 3860396 A1 20210811; EP 3860396 B1 20230913

DOCDB simple family (application)
US 2019054992 W 20191007; CN 201980052153 A 20191007; EP 19791153 A 20191007

https://worldwide.espacenet.com/patent/search?q=pn%3DEP3860396B1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP19791153&lng=en&tab=main
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=A45D0044000000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=A45D44/002

