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Abstract (en)
[origin: WO2020074385A1] The invention relates to a steering gear (7) for a steer-by-wire steering system (1) of a motor vehicle, comprising a
coupling rod (16), which is mounted in a steering gear housing (8) and on which a leadscrew (12) is formed, which is surrounded by a leadscrew nut
(11), said leadscrew and leadscrew nut being part of a screw drive (10), wherein: the coupling rod (16) can be translated along the longitudinal axis
(100) by means of the screw drive (10); the coupling rod (16) is mounted in the steering gear housing (8) by means of a plain bearing (19) such that
the coupling rod can slide along a longitudinal axis (100); and the plain bearing (19) is designed to compensate thermal expansions between the
steering gear housing (8) and the leadscrew nut (11).

IPC 8 full level
F16C 29/12 (2006.01); B62D 3/12 (2006.01); B62D 5/04 (2006.01); F16C 3/035 (2006.01); F16C 29/02 (2006.01); F16C 33/20 (2006.01);
F16C 35/02 (2006.01); F16H 25/20 (2006.01)

CPC (source: EP US)
B62D 3/126 (2013.01 - US); B62D 5/0448 (2013.01 - EP); F16C 3/035 (2013.01 - EP); F16C 29/02 (2013.01 - EP); F16C 29/12 (2013.01 - EP);
F16C 33/201 (2013.01 - EP); F16C 35/02 (2013.01 - EP); B62D 3/126 (2013.01 - EP); B62D 5/0448 (2013.01 - US); F16C 3/035 (2013.01 - US);
F16C 29/02 (2013.01 - US); F16C 33/201 (2013.01 - US); F16C 35/02 (2013.01 - US); F16C 2202/22 (2013.01 - EP US);
F16C 2208/20 (2013.01 - EP); F16C 2326/24 (2013.01 - EP US)

Designated contracting state (EPC)
AL AT BE BG CH CY CZ DE DK EE ES FI FR GB GR HR HU IE IS IT LI LT LU LV MC MK MT NL NO PL PT RO RS SE SI SK SM TR

Designated extension state (EPC)
BA ME

DOCDB simple family (publication)
DE 102018124905 A1 20200409; CN 112840137 A 20210525; CN 112840137 B 20230707; EP 3864311 A1 20210818;
US 2022048561 A1 20220217; WO 2020074385 A1 20200416

DOCDB simple family (application)
DE 102018124905 A 20181009; CN 201980066076 A 20191004; EP 19783300 A 20191004; EP 2019076905 W 20191004;
US 201917274475 A 20191004

https://worldwide.espacenet.com/patent/search?q=pn%3DEP3864311A1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP19783300&lng=en&tab=main
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=F16C0029120000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=B62D0003120000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=B62D0005040000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=F16C0003035000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=F16C0029020000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=F16C0033200000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=F16C0035020000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=F16H0025200000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B62D3/126
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B62D5/0448
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F16C3/035
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F16C29/02
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F16C29/12
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F16C33/201
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F16C35/02
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B62D3/126
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B62D5/0448
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F16C3/035
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F16C29/02
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F16C33/201
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F16C35/02
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F16C2202/22
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F16C2208/20
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F16C2326/24

