
Title (en)
GUIDE CARRIAGE FOR MOVABLY MOUNTING A FURNITURE PART

Title (de)
FÜHRUNGSSCHLITTEN ZUR VERFAHRBAREN LAGERUNG EINES MÖBELTEILES

Title (fr)
CHARIOT DE GUIDAGE SERVANT AU MONTAGE MOBILE D'UN ÉLÉMENT DE MEUBLE

Publication
EP 3880921 B1 20230823 (DE)

Application
EP 19804614 A 20191105

Priority
• AT 509792018 A 20181113
• AT 2019060370 W 20191105

Abstract (en)
[origin: WO2020097647A1] Guide carriage (5a, 5b) for movably mounting a furniture part (3a, 3b, 4a, 4b) on at least one guide rail (7), wherein the
guide carriage (5a, 5b) has a running-gear unit (11) with at least one rotatably mounted running roller (17a, 17b) and at least one connecting part
(13) for connecting the guide carriage (5a, 5b) to the furniture part (3a, 3b, 4a, 4b), wherein the running-gear unit (11) and the connecting part (13)
are designed as mutually separate structural units and can be connected to one another via at least one fastening device (18), wherein the fastening
device (18) has at least one force accumulator (21) and at least one locking element (19) that can be acted upon by the force accumulator (21),
wherein the running-gear unit (11) and the connecting part (13) can be releasably locked to one another by a force of the force accumulator (21),
wherein a holding device (24) separate from the fastening device (18) and intended for fastening the connecting part (13) to the running-gear unit
(11) is provided, wherein the connecting part (13) can be suspended on the running-gear unit (11) via the holding device (24), can be pivoted in
the suspended state about a, preferably horizontally extending, axis (16) and can be locked to the running-gear unit (11) via the at least one locking
element (19).
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