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Abstract (en)
[origin: CA3144941A1] The invention relates to a rotary drive arrangement for a drill rod having an outer pipe and an inner rod running at least
in sections inside the outer pipe, in particular for double-head and/or overburden drilling, with a first gearbox for driving the inner rod in a rotating
manner and a second gearbox for driving the outer pipe in a rotating manner, wherein the first gearbox and the second gearbox are independent
of each other. According to the invention provision is made in that the first gearbox and the second gearbox are supported in a common gearbox
housing and are surrounded by the same.

Abstract (de)
Die Erfindung betrifft eine Drehantriebsanordnung für ein Bohrgestänge mit einem Außenrohr und einem zumindest abschnittsweise innerhalb
des Außenrohres verlaufenden Innengestänge, insbesondere zum Doppelkopf- und/oder Überlagerungsbohren, mit einem ersten Getriebe zum
drehenden Antreiben des Innengestänges und einem zweiten Getriebe zum drehenden Antreiben des Außenrohrs, wobei das erste Getriebe und
das zweite Getriebe unabhängig voneinander sind. Nach der Erfindung ist vorgesehen, dass das erste Getriebe und das zweite Getriebe in einem
gemeinsamen Getriebegehäuse gelagert und von diesem umgeben sind.
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