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Abstract (en)
[origin: CN217566708U] Provided are a massage head and massage equipment. Massage head (1) for a massage device, comprising a lower
surface (2) configured to substantially contact the skin of a patient during massage, the lower surface (2) comprising a lower opening (3) leading
to an inner chamber (4) of the massage head (1) in which valves (20, 30) are movably arranged so as to be able to massage wrinkles (11) of the
skin of the patient, which would be formed inside the inner chamber (4) by suction, characterized in that at least one valve (20; 30) comprises an
overlapping surface (25; 25 ') for overlapping an opposite wall of an inner chamber (4) of the massage head (1) in the vicinity of the lower opening
(3); 35) such that when said at least one valve (20; 30) overlies the opposite walls of the inner chamber (4) within the inner chamber (4) when the at
least one valve (20; 30) and the opposite wall of the inner chamber of the massage head (1).

Abstract (fr)
Tête de massage (1) pour appareil de massage, comprenant une surface inférieure (2) configurée pour venir au contact de la peau d'un patient lors
d'un massage, ladite surface inférieure (2) comprenant une ouverture inférieure (3) vers une chambre interne (4) de la tête de massage (1), dans
laquelle sont agencés des clapets (20, 30) de manière mobile de sorte à pouvoir masser un pli cutané (11), au moins un desdits clapets comprenant
une surface de recouvrement (25, 35) d'une paroi de la surface inférieure (2) à proximité de l'ouverture inférieure (3) de sorte qu'elle recouvre cette
paroi de la surface inférieure (2) à l'intérieur de la chambre interne (4) lorsque ledit au moins un clapet se déplace afin de former une étanchéité de
la tête de massage entre ledit au moins un clapet et ladite paroi.
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