EUROPEAN PATENT SPECIFICATION

Date of publication and mention of the grant of the patent: 04.01.2017 Bulletin 2017/01

Application number: 02256910.7

Date of filing: 04.10.2002

SILICONE RUBBER COMPOSITIONS FOR RUBBER CONSTRUCTION MATERIALS
SILIKONKAUTSCHUKZUSAMMENSETZUNGEN FÜR KAUTSCHUKBAUSTOFFKÖRPER
COMPOSITIONS DE CAOUTCHOUC DE SILICONE POUR MATÉRIAUX DE CONSTRUCTION EN CAOUTCHOUC

Designated Contracting States: DE FR GB NL

Priority: 05.10.2001 JP 2001309747

Date of publication of application: 09.04.2003 Bulletin 2003/15

Proprietor: Shin-Etsu Chemical Co., Ltd. Chiyoda-ku, Tokyo (JP)

Inventors:
• Fujiki, Hironao, Silicone-Electronics Mat Res Cent Matsuida-machi, Usui-gun, Gunma-ken (JP)
• Kimura, Tsuneo, Silicone-Electronics Mat Res Cent Matsuida-machi, Usui-gun, Gunma-ken (JP)
• Araki, Tadashi, Silicone-Electronics Mat. Res. Cent. Matsuida-machi, Usui-gun, Gunma-ken (JP)

Representative: Stoner, Gerard Patrick et al Mewburn Ellis LLP City Tower 40 Basinghall Street London EC2V 5DE (GB)

References cited:

Note: Within nine months of the publication of the mention of the grant of the European patent in the European Patent Bulletin, any person may give notice to the European Patent Office of opposition to that patent, in accordance with the Implementing Regulations. Notice of opposition shall not be deemed to have been filed until the opposition fee has been paid. (Art. 99(1) European Patent Convention).
The present invention relates to silicone rubber compositions for use in rubber construction materials such as sealants, coatings and gaskets.

Synthetic rubber sealants are commonly used to fill concrete joints, joints in window and door sashes, and around the edge of glass panels in buildings and other structures. A variety of such sealants are known, including silicone, polysulfide, polyurethane, acrylic rubber, styrene-butadiene rubber (SBR) and butyl rubber sealants. Of these, condensation-curing silicone sealants are widely used on account of their adhesive properties, heat and weather resistance, and durability. Solid gaskets used in construction are often made of peroxide-vulcanized silicone. In addition, techniques have recently been developed for overcoating peroxide-vulcanized silicone gaskets with a UV-curable silicone coating, and for fabricating gaskets integral to glass by placing a mold over the glass, pouring a platinum-catalyzed addition-curing silicone rubber composition into the mold, then curing the composition and bonding it to the glass.

However, one problem associated with the silicone sealants and gaskets used until now in exterior wall joints has been the spread of stains near the joints. This depends to a large extent on the site conditions (external environment, orientation of the building and the joint design (shape, adhesion substrate), and has generally been found to correlate closely with the degree of air pollution around the building, the manner in which rainwater flows down over the building, and the degree of dryness after a rainfall. Solutions to prevent staining include changing the design of the joint to one which does not come into direct contact with rain, such as a hidden joint or a recessed joint, and using a coating to create a barrier on the surface of the sealant after it has cured or on the surface of the gasket. The former approach entails changes in the design specifications, leaving problems to be resolved with the decorative details of the building, whereas the latter approach requires the addition of a coating operation that increases overall construction costs. For these reasons, neither approach is in common use today.

We earlier disclosed that, when a rubber construction material such as a sealant, coating or gasket is made of the cured form of a silicone rubber composition containing dispersed particles having a photocatalytic activity, such as titanium oxide or zinc oxide, exposure to ultraviolet light modifies the surface, rendering it hydrophilic and non-staining (JP-A 9-227779). Yet, although this method marked a significant improvement in non-staining ability over other prior-art silicone sealants, there exists a desire for further developments in this area; preferred aims include (independently) good shelf stability during product distribution and better and longer lasting non-staining properties.

It is therefore an object of the present invention to provide new and useful silicone rubber compositions for rubber construction materials which have good non-staining properties and preferably also good shelf stability.

We have found that, in a silicone rubber composition for use in rubber construction materials which contains dispersed photocatalytically active particles typically made of titanium oxide or zinc oxide, surface-treating the particles with a compound that can easily be deteriorated by the photocatalytic activity under outdoor exposure to ultraviolet light facilitates the removal of moisture without a loss in the activity of the photocatalytically active particles, thus improving the shelf stability of the composition.

We have also discovered that a particularly remarkable degree of improvement in non-staining properties can be achieved by surface treating the photocatalytically active particles together with a non-surface-treated fumed silica having a specific surface of at least 50 m²/g, or by also including in the composition an oil-absorbing filler which is not treated and has a dioctyl phthalate (DOP) oil absorption of at least 20 ml/100 g.

Accordingly, the invention provides a silicone rubber composition comprising dispersed particles having a photocatalytic activity, which particles are surface-treated with a surface treatment compound selected from polyethers, silane-modified polyethers, polyesters, polyamides, polyethylene, polypropylene, resin acids, paraffins, isoparaffins and oligomers and polymers of acrylic compounds, phenolic compounds, or epoxide compounds, the surface treatment compound being deteriorated by the photocatalytic activity of the particles under outdoor exposure to ultraviolet light.

A further aspect is a method of preparation of such a composition comprising blending the surface-treated photocatalytically active particles with silicone rubber.

A further aspect is use of the composition to make a seal, coating or gasket in an outdoor construction.

The silicone composition of the invention typically contains a diorganopolysiloxane as the base polymer, and may be cured by any suitable mechanism. Examples include compositions vulcanized using a known organic peroxide, condensation-curing compositions, platinum-catalyzed addition-curing compositions and radiation-curable compositions.

The diorganopolysiloxane used in the silicone composition is preferably one having the average compositional formula \( R_a SiO_{(4-a)/2} \). In the formula, each \( R \) group is independently a substituted or unsubstituted \( C_{1-12} \), and preferably...
C₁₀₋₁₂, monovalent hydrocarbon group selected from among alkyl groups (e.g., methyl, ethyl, propyl, butyl, 2-ethylbutyl, octyl), cycloalkyl groups (e.g., cyclohexyl, cyclo pentyl), alkenyl groups (e.g., vinyl, hexenyl, allyl), aryl groups (e.g., phenyl, tolyl, xylyl, naphthyl, diphenyl) aralkyl groups (e.g., benzyl, phenylethyl), any of the foregoing groups in which some or all of the hydrogens bonded to the carbons have been substituted (such as with halogen atoms or cyano), or groups substituted with or containing, for example, amino groups, ether groups (-O-), carboxyl groups (-CO₂⁻), carboxyl groups (-COOH) or sulfonyl groups (-SO₂⁻) (e.g., chloromethyl, trifluoropropyl, 2-cyanoethyl, 3-cyano propyl). The letter a in the above formula is from 1.90 to 2.05.

[0013] If the silicone rubber composition is a condensation-curing composition, a diorganopolysiloxane in which both ends of the molecular chain are capped with hydroxyl or organooxy groups is used as the base polymer of the composition.

A composition that provides a cured product having good rubber properties and an excellent mechanical strength may be advantageous achieved by the use of a diorganopolysiloxane having a viscosity at 25°C of at least 25 cs, and preferably from 100 to 1,000,000 cs.

[0014] A silane or siloxane compound having at least two hydrolyzable groups per molecule is typically used as the crosslinking agent for the diorganopolysiloxane. Illustrative examples of the hydrolyzable groups include alkoxy groups (e.g., methoxy, ethoxy, butoxy), ketoxy groups (e.g., dimethyl ketoxy groups, methyl ethyl ketoxy groups), acyloxy groups (e.g., acetoxy), alkenyloxy groups (e.g., isopropenyloxy, isobutenyloxy), amino groups (e.g., N-butylamino, N,N-diethylamino), and amide groups (N-methylacetamide groups). The crosslinking agent is typically included in an amount of 2 to 50 parts, and preferably 5 to 20 parts, per 100 parts of the diorganopolysiloxane capped at both ends with hydroxyl or organoxy groups. Unless noted otherwise, all parts here and below are by weight.

[0015] A curing catalyst is typically used in the above condensation-curing silicone rubber composition. Illustrative examples of suitable curing catalysts include alky tin ester compounds such as dibutyltin diacetate, dibutyltin dilaurate and dibutyltin dioctoate; titanic acid ester or titanium chelate compounds such as tetraisopropoxytitanium, tetra-n-butyl titanate, tetrakis(2-ethylhexoxy)titanium, dipropoxybis(acetylacetonato)titanium and titanium isopropoxyoctylene and dibutyltin dioctoate; organometallic compounds such as zinc naphthenate, zinc stearate, zinc 2-ethyloctoate, iron 2-ethylhexoate, cobalt 2-ethylhexoate, manganese 2-ethylhexoate, cobalt naphthenate and alkoxyaluminum compounds; aminoalkyl-substituted alkoxysilanes such as 3-aminopropytriethoxysilane and N-(aminomethyl)-γ-amino propyltrimethoxysilane; amine compounds and their salts, such as hexamethylenetetramine, hexamethylenetetramine and dodecylamine phosphate; quaternary ammonium salts such as benzyltriethylammonium acetate; lower fatty acid salts of alkali metals, such as potassium acetate, sodium acetate and lithium oxide; dialkyldihydroxylamines such as dimethylhydroxylamine and diethyldihydroxylamine; and guanidyl group-bearing silanes or siloxanes, such as tetramethylguanidylpropyltrimethoxysilane, tetramethylguanidylpropylmethyldimethoxysilane and tetramethylguanidylpropyltrimethylsiloxysilane. These catalysts may be used singly or as mixtures of two or more thereof. The curing catalyst is typically included within the composition in an amount of 0 to 10 parts, and preferably 0.01 to 5 parts, per 100 parts of the diorganopolysiloxane.

[0016] If the silicone rubber composition of the invention is an addition-curing silicone rubber composition, the organopolysiloxane used as the base polymer is one having at least two alkenyl groups at the ends of the molecular chain and/or at intermediate positions on the chain. It is advantageous for the organopolysiloxane to have a viscosity at 25°C of 100 to 10,000,000. The crosslinking agent is typically an organohydrogenpolysiloxane having at least two SiH groups per molecule. Any known organohydrogenpolysiloxane may be used, although one having a viscosity at 25°C of not more than 300 cs is preferred. This crosslinking agent is generally used in an amount, per mole of alkenyl groups in the organopolysiloxane serving as the base polymer, of 0.3 to 10 moles, and preferably 0.5 to 5 moles. The composition may also include a catalytic amount of curing catalyst. Any suitable known addition reaction catalyst may be used for this purpose, although the use of a group VIII metal or compound thereof, and particularly a platinum compound, is preferred. Illustrative examples of such platinum compounds include hexachloroplatinic acid and platinum-olein complexes.

[0017] If the silicone rubber composition is a peroxide-vulcanizable silicone rubber composition, the organopolysiloxane used as the base polymer is preferably one having a viscosity at 25°C of 100,000 to 10,000,000 cs and bearing a vinyl group at the end of the molecular chain and/or at an intermediate position on the chain. The curing catalyst used in such a composition is an organic peroxide. Preferred examples of the organic peroxide include alkyl organic peroxides such as dicumyl peroxide and di-t-butyl peroxide, and acylo organic peroxides such as benzoyl peroxide and 2,4-dichlorobenzoyl peroxide. The curing catalyst is typically included in an amount of 0.1 to 10 parts, and preferably 0.2 to 5 parts, per 100 parts of the organopolysiloxane.

[0018] If the silicone rubber composition is a radiation-curable silicone rubber composition, the diorganopolysiloxane used as the base polymer is preferably one having an aliphatic unsaturated group (e.g., vinyl, allyl, alkenoxy, acrylic, methacrylic), a mercapto group, an epoxy group, a hydrosilyl group or some other suitable group at the end of the molecular chain and/or at an intermediate position on the chain. Any of the following reaction initiators familiar to the art may be included in such a composition: acetophenone, propiophenone, benzophenone, xanthone, fluorene, benzaldehyde, antraquinone, triphenylamine, carbazole, 3-methy lacetophenone, 4-methy lacetophenone, 3-pentylacetophenone, 4-methoxyacetophenone, 3-bromoacetophenone, 4-allylacetophenone, p-diacytlenzene, 3-methoxybenzophenone, 4-methylb enzophenone, 4-chlorobenzophenone, 4,4′-dimethoxybenzophenone, 4-chloro-4′-benzylbenzophe-
none, 3-chloroxanthone, 3,9-dichloroxanthone, 3-chloro-8-nonyl xanthone, benzooin, benzooin methyl ether, benzooin butyl ether, bis(4-dimethylaminophenyl) ketone, benzyl methoxyketal and 2-chlorothioxanthone. The reaction initiator is added in an amount of typically 0.1 to 20 parts, and preferably 0.5 to 10 parts, per 100 parts of the organopolysiloxane.

[0019] The silicone rubber composition of the invention includes particles having a photocatalytic activity. The particles having a photocatalytic activity which are used in the invention are particles with a large enough photocatalytic activity to enable them to decompose organic groups which are present at the surface of the coat and thus make the surface hydrophobic.

[0020] These particles having a photocatalytic activity may be made of any material having a high activity as a photocatalyst. Specific examples include photocatalysts such as titanium oxide, zinc oxide, tin oxide, ferric oxide, tungsten trioxide, bismuth trioxide and strontium titanate in which, upon exposure to light of up to a specific wavelength, the electrons in the valence band are excited to the conduction band, enabling the formation of conduction electrons and positive holes. Of the above, titanium oxide and zinc oxide are preferred. Photocatalytic titanium oxide is especially preferred on account of its chemical stability and low cost. The titanium oxides particles may be of any type, although anatase-type titanium oxide is especially preferred for its chemical stability and low cost. Because titanium oxide has a higher photocatalytic activity the smaller its average particle size, the use of titanium oxide having a particle size not larger than 0.1 µm, and preferably 20 nm or smaller is desirable. "Average particle size," as used herein, refers to the value calculated by the Scherrer formula from the integrated width of the largest peak obtained for the crystals in a powder x-ray diffraction pattern of the particles. The titanium oxide particles may be used as a sol prepared by dispersion in a dispersant, as a water- or solvent-containing paste, or as a powder. Preferred examples of the dispersant used to prepare a sol include water, alcohols such as methanol, ethanol, isopropanol, n-butanol and isobutanol, and ketones such as methyl ethyl ketone and methyl isobutyl ketone.

[0021] "Photocatalytic titanium oxide," as used herein, refers to titanium oxide with a unit cell structure having a degree of continuous periodicity that enables it to form electrons and positive holes when irradiated with photons of an energy greater than the energy gap, or to such titanium oxide as a bulk material. The crystalline form of the titanium oxide may be anatase, rutile or brookite, for example. So long as the titanium oxide has the above characteristics, it may be in contact or in solid solution with a metal other than titanium. The continuous periodicity of a degree that enables the formation of electrons and positive holes referred to above should be at least a degree where a maximum peak intensity for the crystals is observable in powder x-ray diffraction performed at 50 kV and 300 mA.

[0022] The electrons or positive holes formed by the titanium oxide act on the surface of the cured silicone, rendering the surface hydrophilic. The mechanism is apparently one in which hydroxyl radicals generated in reactions between some of the organic groups on the surface and positive holes and hydroxyl groups react with active oxygen species such as superoxide ions generated in reactions between electrons and oxygen, resulting in the formation of hydroxyl groups on the surface. However, long-term light resistance studies conducted by techniques such as Raman spectroscopy in the course of our research have shown that this reaction arises only in the surface layer upon exposure to ultraviolet light of at least the intensity found in sunlight, and does not take place at the interior of the silicone rubber.

[0023] Such photocatalytically active titanium oxide can be obtained by a known process, such as that described in JP-A 7-171408, which includes hydrolyzing a titanium compound such as titanium sulfate, titanyl chloride or a titanium alkoxide under the application of heat, adding an alkali to effect neutralization, vapor-phase oxidation, then calcination or water and heat treatment.

[0024] The particles having photocatalytic activity are usually added in an amount of 2 to 100 parts, preferably 5 to 40 parts, and most preferably 10 to 30 parts, per 100 parts of the organopolysiloxane component in the silicone rubber composition. The addition of less than 2 parts by weight may fail to confer the surface of the cured product with adequate non-staining properties. On the other hand, the addition of more than 100 parts tends to cause a decline in the non-staining properties (hydrophilicity), in addition to which rubber construction materials (e.g., sealants, coatings, gaskets) made of the cured composition may lack elasticity and have poor sealing properties.

[0025] The photocatalytically active particles have a moisture content of preferably 1 wt % or less. At a moisture content higher than 1 wt %, the composition may have a decreased shelf stability. Moreover, when the silicone rubber composition of the invention is used in rubber construction materials such as sealants, coatings and gaskets, if the photocatalytically active particles have a moisture content above 1 wt %, the silicone rubber composition tends to thicken and foam during incorporation of the particles. In addition, foaming may also arise during curing of the composition, and the sealing properties of the composition may decline.

[0026] The moisture content of the photocatalytically active particles may be lowered to 1 wt % or less in a number of ways, such as by subjecting the particles themselves to heat or a vacuum to remove moisture therefrom, or by subjecting the silicone rubber composition to heat or a vacuum, either during or after incorporation of the particles. The former approach often fails to provide a sufficient shelf-stabilizing effect in moisture-curable resins, and also tends to increase costs and lower performance. With the latter approach, because treatment is carried out within the organopolysiloxane, the surfaces of the particles become covered with siloxane, lowering their photocatalytic activity.

[0027] Thus, the method used in the present invention to remove moisture from the photocatalytically active particles
and keep particles from adsorbing moisture involves incorporating in the photocatalytically active particles the above-specified compound that can readily be deteriorated by photocatalytic activity. The use of such a compound makes it possible to surface treat the photocatalytically active particles by subjecting them to heat and vacuum treatment so as to remove moisture. The compound that can easily be deteriorated by photocatalytic activity which is used to surface treat the photocatalytically active particles is a compound which is liquid at room temperature or has a melting point (softening point) and becomes liquid during heat treatment (generally below 200°C). A compound which is liquid at room temperature may or may not have a boiling point, although one having a boiling point preferably boils at a temperature of at least 150°C under atmospheric pressure. If the compound is one having a melting point (softening point), the melting temperature may or may not have a boiling point, although one having a boiling point preferably boils at a temperature (softening point) and becomes liquid during heat treatment (generally below 200°C). A compound which is liquid at room temperature or has a melting point is preferably not more than 200°C, and most preferably from 50 to 180°C.

As described, the compounds which can easily be deteriorated by photocatalytic activity include organic oligomers and polymers, specifically polyethers, silane-modified polyethers, polyesters, polyamides, acrylic compounds, epoxy compounds, phenolic compounds, polyethylene, polypropylene, polyvinyl chloride, as well as mixtures thereof; and high-boiling organic compounds being wax-type organic compounds, specifically resin acids or paraffins, and saturated hydrocarbon compounds, specifically isoparaffins. Of these, polyethers, silane-modified polyethers and isoparaffins are preferred.

The compound which can easily be deteriorated by photocatalytic activity is included in an amount, per 100 parts by weight of the photocatalytically active particles, of preferably 1 to 500 parts, more preferably 5 to 200 parts, and most preferably 10 to 100 parts. Removing moisture in this way makes it possible to improve the shelf stability of the composition and prevent foaming while sustaining or even manifesting increased photocatalytic activity.

[0028] The stain resistance can be further enhanced by (e.g. simultaneously) treating both the foregoing particles having photocatalytic activity and a non-surface-treated fumed silica having a specific surface of at least 50 m²/g, and preferably at least 100 m²/g, when carrying out heat and vacuum treatment. In this case, the non-surface-treated fumed silica is typically used in an amount of 0.1 to 100 parts, preferably 0.5 to 20 parts, and most preferably 1 to 10 parts, per 100 parts of the photocatalytically active particles.

Surface treatment of the photocatalytically active particles with the compound which can easily be deteriorated by photocatalytic activity may be carried out by heating and mixing the photocatalytically active particles and the surface treatment compound at room temperature. Specific examples of suitable surface treatment methods include known methods for heating and mixing together polymers and powders, such as methods that involve heating and mixing the above compounds under stirring and a reduced pressure in a universal mixer, and methods that involve heating and mixing under a reduced pressure using, for example, a twin-shaft continuous kneader, an apparatus sometimes referred to as a "slasher" or a colloid mill.

[0029] The silicone rubber composition of the invention may optionally include one or more fillers other than the above-described photocatalytically active particles for reinforcement or some other purpose. Illustrative examples of fillers commonly used in such silicone rubber compositions include reinforcements such as fired fumed silica, precipitated silica, quartz powder, carbon powder, talc, zeolite and bentonite; fibrous fillers such as asbestos, glass fibers, carbon fibers and organic fibers; and basic fillers such as calcium carbonate, zinc carbonate, magnesium oxide and zeolite. Of these fillers, an oil-adsorbing filler which is not surface treated and has a dioctyl phthalate (DOP) oil absorption of at least 20 ml/100 g, and preferably at least 50 ml/100 g, is desirable because, when used together with the particles having a photocatalytic activity, it can further enhance the stain resistance. Especially preferred examples of such fillers include calcium carbonate and zeolite. No particular limitation is imposed on the amount of filler other than the photocatalytically active particles, although an amount of 1 to 500 parts per 100 parts of the organopolysiloxane component is preferred.

If necessary, various other compounds may be added to the silicone rubber composition of the invention, provided such addition is consistent with desired shelf stability or non-staining properties of the composition. Examples of such additional compounds include thixotropic agents composed of polyethylene glycol or derivatives thereof, heat resistance enhancers such as red iron oxide and cerium oxide, cold resistance enhancers, dehydrating agents, rust inhibitors, adhesion improving agents such as γ-aminopropyltriethoxysilane, and liquid reinforcing agents such as network polysiloxane composed of triorganosiloxane units and SiO₂ units and/or monoorganosiloxane units.

Photocurable substances (e.g., oligomers and polymers bearing unsaturated groups such as acrylic groups) and photodegradable substances (e.g., tung oil, linseed oil) used in the art may also be added for the purpose of improving the non-staining properties, provided such addition does not compromise the objects of the invention.

[0035] The inventive silicone rubber composition for rubber construction materials may be obtained by using a conventional method of preparation to mix given amounts of the above components.

[0036] The silicone rubber compositions of the invention can, through curing, be used as rubber construction materials such as sealants, coatings and gaskets. These silicone rubber compositions may be molded and cured using known methods and under known curing conditions that are appropriate for the particular type of composition. The rubber construction materials obtained by curing the inventive compositions, when exposed to ultraviolet light, undergo a hydrophilic change at the surface thereof. Such exposure to ultraviolet irradiation may be from, for example, ultraviolet light in the atmosphere or ultraviolet light emitted by a fluorescent lamp. Alternatively, use can also be made of an
ultraviolet light-emitting apparatus such as a UV lamp. A total dose of ultraviolet light of at least 1 J/cm², and especially at least 2 J/cm², is preferred.

As described above and demonstrated in the examples that follow, the silicone rubber compositions of the invention have an excellent shelf stability. Moreover, rubber construction materials composed of the inventive compositions in cured form, when irradiated with ultraviolet light, undergo hydrophilization at the surface thereof and thus have excellent non-staining properties. In addition, they have good sealing properties. As a result, when applied as coatings, filled into joints, or used as solid gaskets, they do not cause staining of the building, joints or the area around joints. Moreover, they have excellent weather resistance.

EXAMPLES

Examples of the invention are given below by way of illustration and not by way of limitation. The viscosities indicated below are the values measured at 25°C.

Example 1

Twenty parts of photocatalytic titanium oxide having a moisture content of 0.1 wt % (Tipaque ST-01, produced by Ishihara Sangyo Kaisha, Ltd.) was surface treated with 5 parts of polyoxyethylene polyoxypropylene monobutyl ether (Unilub C, produced by NOF Corporation) in a universal mixer at 100°C for 2 hours. The following were added to the resulting mixture: 100 parts of dimethylpolysiloxane capped at both ends of the molecular chain with hydroxyl groups and having a viscosity of 5,000 mPa·s, 10 parts of fumed silica surface treated with hexamethyldisilazane and having a specific surface of 200 m²/g, 10 parts of vinyltributanoximesilane, and 1 part of γ-aminopropyltriethoxysilane. These ingredients were blended under reduced pressure to give a specimen 1 in the form of a paste.

Example 2

Aside from using a polyoxypropylene ether capped at both ends with diisopropenoxymethylsilylethylpropylene groups and having a viscosity of 4,000 mPa·s instead of polyoxyethylene polyoxypropylene monobutyl ether, a paste-like specimen 2 was prepared in the same way as in Example 1.

Example 3

Aside from using a polysiloxane having a polyoxyethylene polyoxypropylene monobutyl ether side chain and a viscosity of 1,700 mPa·s instead of polyoxyethylene polyoxypropylene monobutyl ether, a paste-like specimen 3 was prepared in the same way as in Example 1.

Example 4

Aside from using an isoparaffin (Exxol 130, produced by Exxon Chemical) instead of polyoxyethylene polyoxypropylene monobutyl ether, a paste-like specimen 4 was prepared in the same way as in Example 1.

Example 5

Surface treatment was carried out by mixing 20 parts of photocatalytic titanium oxide having a moisture content of 0.1 wt % (Tipaque ST-01, produced by Ishihara Sangyo Kaisha, Ltd.), 5 parts of polyoxyethylene polyoxypropylene monobutyl ether (Unilub C, produced by NOF Corporation), and 1 part of non-surface-treated fumed silica having a specific surface of 200 m²/g (Aerosil 200, made by Nippon Aerosil Co., Ltd.) in a universal mixer at 100°C for 2 hours. The following were added to the resulting mixture: 100 parts of dimethylpolysiloxane capped at both ends of the molecular chain with hydroxyl groups and having a viscosity of 5,000 mPa·s, 10 parts of fumed silica surface treated with hexamethyldisilazane and having a specific surface of 200 m²/g, 10 parts of vinyltributanoximesilane, and 1 part of γ-aminopropyltriethoxysilane. These ingredients were blended under reduced pressure to form a paste-like specimen 5.

Example 6

Twenty parts of photocatalytic titanium oxide having a moisture content of 0.1 wt % (Tipaque ST-01, produced by Ishihara Sangyo Kaisha, Ltd.) was surface treated by mixture with 5 parts of polyoxypropylene ether capped at both ends with diisopropenoxymethylsilylpropylene groups in a universal mixer at 100°C for 2 hours. The following were added to the resulting mixture: 100 parts of dimethylpolysiloxane capped at both ends with diisopropenoxymethylsilylpropylene groups and having a viscosity of 4,000 mPa·s in a universal mixer at 100°C for 2 hours. The following were added to the resulting mixture: 100 parts of dimethylpolysiloxane capped at both
ends of the molecular chain with hydroxyl groups and having a viscosity of 5,000 mPa·s, 50 parts of non-surface-treated colloidal calcium carbonate having a DOP adsorption of 31 ml/100 g, 10 parts of vinyltributanoximesilane, and 1 part of \(\gamma\)-aminopropyltriethoxysilane. These ingredients were blended under reduced pressure to form a paste-like specimen 6.

**Comparative Example 1**

[0045] Twenty parts of photocatalytic titanium oxide having a moisture content of 0.1 wt % (Tipaque ST-01, produced by Ishihara Sangyo Kaisha, Ltd.) was blended under reduced pressure with 100 parts of dimethylpolysiloxane capped at both ends of the molecular chain with hydroxyl groups and having a viscosity of 5,000 mPa·s, 10 parts of fumed silica surface treated with hexamethyldisilazane and having a specific surface of 200 m²/g, 10 parts of vinyltributanoximesilane, and 1 part of \(\gamma\)-aminopropyltriethoxysilane. These ingredients were blended under reduced pressure to form a paste-like specimen 7.

**Comparative Example 2**

[0046] Twenty parts of photocatalytic titanium oxide having a moisture content of 0.1 wt % (Tipaque ST-01, produced by Ishihara Sangyo Kaisha, Ltd.) was surface treated by mixture with 5 parts of dimethylpolysiloxane capped at both ends with trimethylsiloxy groups and having a viscosity of 100 mPa·s (KF96-100, made by Shin-Etsu Chemical Co., Ltd.) in a universal mixer at 100°C for 2 hours. The following were added to the resulting mixture: 100 parts of dimethylpolysiloxane capped at both ends of the molecular chain with hydroxyl groups and having a viscosity of 5,000 mPa·s, 10 parts of fumed silica surface treated with hexamethyldisilazane and having a specific surface of 200 m²/g, 10 parts of vinyltributanoximesilane, and 1 part of \(\gamma\)-aminopropyltriethoxysilane. These ingredients were blended under reduced pressure to form a paste-like specimen 8.

[0047] The organopolysiloxane composition obtained in each of the above examples was applied to a sheet of colorless glass over an area of 30x30 mm and to a thickness of 2 mm, then held for 7 days in a 20°C, 55% relative humidity atmosphere to form a rubber elastomer. The resulting elastomers were then subjected to two years of outdoor exposure. The results obtained are shown in Table 1 below.

<table>
<thead>
<tr>
<th>Resistance to staining under outdoor exposure</th>
<th>Example</th>
<th>Comparative Example</th>
</tr>
</thead>
<tbody>
<tr>
<td>Initial</td>
<td>Spec. 1</td>
<td>Spec. 7</td>
</tr>
<tr>
<td>After 1 yr</td>
<td>good</td>
<td>good</td>
</tr>
<tr>
<td>After 2 yrs</td>
<td>good</td>
<td>poor</td>
</tr>
</tbody>
</table>

Good: no staining occurred
Poor: staining occurred

**Example 7**

[0048] Thirty parts of photocatalytic titanium oxide having a moisture content of 0.1 wt % (Tipaque ST-01, produced by Ishihara Sangyo Kaisha, Ltd.) was surface treated by mixture with 5 parts of polyoxyethylene polyoxypropylene monobutyl ether (Unilub C, produced by NOF Corporation) in a universal mixer at 100°C for 2 hours. The following were added to the resulting mixture: 97.0 parts of dimethylpolysiloxane capped at both ends of the molecular chain with vinyl groups and having a viscosity of 3,000 cs, 3.0 parts of SiH group-bearing dimethylpolysiloxane having a viscosity of 20 cs, and an isopropanol solution of hexachloroplatinic acid in an amount containing 50 ppm of platinum based on the overall siloxane. The ingredients were mixed to form a liquid specimen 9, which was then cured at 20°C for 24 hours, yielding a 50x30x210 mm gasket.
Example 8

[0049] Thirty parts of photocatalytic titanium oxide having a moisture content of 0.1 wt % (Tipaque ST-01, produced by Ishihara Sangyo Kaisha, Ltd.) was surface treated by mixture with 5 parts of polyoxyethylene polyoxypropylene monobutyl ether (Unilub C, produced by NOF Corporation) in a universal mixer at 100°C for 2 hours. The following were added to the resulting mixture: 100.0 parts of a polysiloxane capped at both ends of the molecular chain with trimethylsilyl groups, having a viscosity of 100,000 cs, and containing 94.5 mol % of dimethylsiloxane units, 0.5 mol % of methylvinylsiloxane units, and 5 mol % of diphenylsiloxane units, and 0.5 part of dicumyl peroxide. The ingredients were mixed to form a liquid specimen 10, which was then molded under pressure at 180°C for 10 minutes to yield a 50x30x210 mm gasket.

Example 9

[0050] Thirty parts of photocatalytic titanium oxide having a moisture content of 0.1 wt % (Tipaque ST-01, produced by Ishihara Sangyo Kaisha, Ltd.) was surface treated by mixture with 5 parts of polyoxyethylene polyoxypropylene monobutyl ether (Unilub C, produced by NOF Corporation) in a universal mixer at 100°C for 2 hours. The following were added to the resulting mixture: 100.0 parts of a dimethylsiloxane capped at both ends of the molecular chain with bis(acryloxy)methyl(dimethylsiloxyl)methylsilyl groups and having a viscosity of 3,000 cs, and 3.0 parts of diethoxyacetophenone. The ingredients were mixed to form a liquid specimen 11. The specimen 11 was irradiated three times with a single high-pressure mercury vapor lamp (80 W/cm) at a distance of 10 cm and a conveyor speed of 1 m/min, yielding a 50x30x210 cm gasket.

[0051] The cured products obtained in above examples 7 to 9 were rendered into 30x30x1 mm thick samples, which were bolted onto a sheet of colorless glass and subjected to two years of outdoor exposure. The results obtained are shown in Table 2 below.

Table 2

<table>
<thead>
<tr>
<th>Specimen 7</th>
<th>Specimen 8</th>
<th>Specimen 9</th>
</tr>
</thead>
<tbody>
<tr>
<td>Initial</td>
<td>good</td>
<td>good</td>
</tr>
<tr>
<td>After 1 yr</td>
<td>good</td>
<td>good</td>
</tr>
<tr>
<td>After 2 yrs</td>
<td>good</td>
<td>good</td>
</tr>
</tbody>
</table>

Good: no staining occurred
Poor: staining occurred

Example 10

[0052] Twenty parts of photocatalytic titanium oxide having a moisture content of 0.1 wt % (Tipaque ST-01, produced by Ishihara Sangyo Kaisha, Ltd.) was surface treated by mixture with 5 parts of polyoxyethylene polyoxypropylene monobutyl ether (Unilub C, produced by NOF Corporation) in a universal mixer at 100°C for 2 hours. The following were added to the resulting mixture: 100.0 parts of a dimethylpolysiloxane capped at both ends of the molecular chain with trimethoxysilyl groups and having a viscosity of 8,000 cs, 10 parts of fumed silica surface treated with hexamethyldisilazane and having a specific surface of 200 m²/g, 6 parts of methyltrimethoxysilane, 0.2 part of dioctyltin dilaurate, and 1 part of γ-aminopropyltrimethoxysilane. These ingredients were blended under reduced pressure to form a paste-like specimen 12.

Example 11

[0053] Twenty parts of photocatalytic titanium oxide having a moisture content of 0.1 wt % (Tipaque ST-01, produced by Ishihara Sangyo Kaisha, Ltd.) was surface treated by mixture with 5 parts of polyoxyethylene polyoxypropylene monobutyl ether (Unilub C, produced by NOF Corporation) in a universal mixer at 100°C for 2 hours. The following were added to the resulting mixture: 100.0 parts of a dimethylpolysiloxane capped at both ends of the molecular chain with hydroxyl groups, containing 10 mol % of pendant vinyl groups and having a viscosity of 20,000 mPa·s, 10 parts of fumed silica surface treated with dimethyldichlorosilane and having a specific surface of 120 m²/g, 10 parts of methyltributanoximesilane, 0.2 part of dioctyltin dilaurate, and 1 part of γ-aminopropyltrimethoxysilane. These ingredients were blended...
under reduced pressure to form a paste-like specimen 13.

**Example 12**

[0054] Twenty parts of photocatalytic titanium oxide having a moisture content of 0.1 wt % (Tipaque ST-01, produced by Ishihara Sangyo Kaisha, Ltd.) was surface treated by mixture with 5 parts of polyoxyethylene polyoxypropylene monobutyl ether (Unilub C, produced by NOF Corporation) in a universal mixer at 100°C for 2 hours. The following were added to the resulting mixture: 100.0 parts of a dimethylpolysiloxane capped at both ends of the molecular chain with hydroxyl groups, containing 10 mol % of pendant ethoxypropyl groups and having a viscosity of 20,000 mPa·s, 10 parts of fumed silica surface treated with dimethyldichlorosilane and having a specific surface of 120 m²/g, 10 parts of methyltributanoximesilane, 0.2 part of dioctyl ditilurate, and 1 part of γ-aminopropyltrimethoxysilane. These ingredients were blended under reduced pressure to form a paste-like specimen 14.

[0055] The organopolysiloxane composition obtained in each of above examples 10 to 12 was applied to a sheet of colorless glass over an area of 30×30 and to a thickness of 2 mm, then held for 7 days in a 20°C, 55% relative humidity atmosphere to form a rubber elastomer. The resulting elastomers were then subjected to two years of outdoor exposure. The results obtained are shown in Table 3 below.

<table>
<thead>
<tr>
<th>Table 3</th>
</tr>
</thead>
<tbody>
<tr>
<td>Specimen 12</td>
</tr>
<tr>
<td>Initial</td>
</tr>
<tr>
<td>After 1 yr</td>
</tr>
<tr>
<td>After 2 yrs</td>
</tr>
</tbody>
</table>

Good: no staining occurred
Poor: staining occurred

**Claims**

1. Silicone rubber composition comprising dispersed particles having a photocatalytic activity, which particles are surface-treated with a surface treatment compound selected from polyethers, silane-modified polyethers, polyesters, polyamides, polyethylene, polypropylene, resin acids, paraffins, isoparaffins and oligomers and polymers of acrylic compounds, phenolic compounds, or epoxy compounds, the surface treatment compound being deteriorated by the photocatalytic activity of the particles under outdoor exposure to ultraviolet light.

2. A silicone rubber composition of claim 1 wherein the surface treatment compound is selected from polyethers, silane-modified polyethers and isoparaffins.

3. A silicone rubber composition of claim 1 or claim 2 in which the surface treatment compound is liquid at room temperature, or has a melting point or softening point not more than 200°C.

4. A silicone rubber compound of any one of the preceding claims in which the amount of said surface treatment compound is from 5 to 200 parts by weight per 100 parts of the photocatalytically active particles.

5. A silicone rubber composition of any one of the preceding claims which includes, as a filler in addition to the photocatalytically active particles, an oil-absorbing filler which is not surface treated as dioctyl phthalate (DOP) oil absorption of at least 20 ml/100 g.

6. A silicone rubber composition of claim 5 in which said oil-absorbing filler is calcium carbonate or zeolite.

7. A silicone rubber composition of any one of the preceding claims which contains 100 parts by weight of a diorganopolysiloxane as a base polymer and from 2 to 100 parts by weight of the photocatalytically active particles.

8. A silicone rubber composition of any one of the preceding claims wherein the photocatalytically active particles have a moisture content of at most 1 wt %.
9. A silicone rubber composition of any one of the preceding claims wherein the photocatalytically active particles are of titanium oxide or zinc oxide.

10. A method of preparation of a composition according to any one of claims 1 to 9 comprising blending the surface-treated photocatalytically active particles with silicone rubber.

11. A method according to claim 10 which includes the step of applying said surface treatment compound to said photocatalytically active particles by heating and mixing them at room temperature, before blending the surface-treated particles with the silicone rubber.

12. Use of a composition according to any one of claims 1 to 9 to make a seal, coating or gasket in an outdoor construction.

Patentansprüche


2. Siliconkautschukzusammensetzung nach Anspruch 1, wobei die Oberflächenbehandlungsverbindung aus Polyethern, silanmodifizierten Polyethern und Isoparaffinen ausgewählt ist.

3. Siliconkautschukzusammensetzung nach Anspruch 1 oder Anspruch 2, wobei die Oberflächenbehandlungsverbindung bei Raumtemperatur flüssig ist oder einen Schmelzpunkt oder Erweichungspunkt von nicht mehr als 200 °C aufweist.

4. Siliconkautschukzusammensetzung nach einem der vorangegangenen Ansprüche, wobei die Menge der Oberflächenbehandlungsverbindung 5 bis 200 Gewichtsteile pro 100 Teile der photokatalytisch aktiven Teilchen beträgt.

5. Siliconkautschukzusammensetzung nach einem der vorangegangenen Ansprüche, die als Füllstoff zusätzlich zu den photokatalytisch aktiven Teilchen einen ölabsorbierenden Füllstoff umfasst, der nicht oberflächenbehandelt ist, als Dioctylphthalat (DOP) mit einer Öladsorption von zumindest 20 ml/100 g.


7. Siliconkautschukzusammensetzung nach einem der vorangegangenen Ansprüche, die 100 Gewichtsteile eines Diorganopolysiloxans als Basispolymer und 2 bis 100 Gewichtsteile der photokatalytisch aktiven Partikel enthält.

8. Siliconkautschukzusammensetzung nach einem der vorangegangenen Ansprüche, wobei die photokatalytisch aktiven Partikel einen Feuchtigkeitsgehalt von höchstens 1 Gew.-% aufweisen.

9. Siliconkautschukzusammensetzung nach einem der vorangegangenen Ansprüche, wobei die photokatalytisch aktiven Partikel aus Titanoxid oder Zinkoxid bestehen.

10. Verfahren zur Herstellung einer Zusammensetzung nach einem der Ansprüche 1 bis 9, welches das Vermischen der oberflächenbehandelten photokatalytisch aktiven Partikel mit Siliconkautschuk umfasst.


Reprendations

1. Composition de caoutchouc de silicone comprenant des particules dispersées ayant une activité photocatalytique, lesquelles particules sont traitées en surface par un composé de traitement de surface choisi parmi les polyéthers, les polyéthers modifiés par du silane, les polyesters, les polyamides, le polyéthylène, le polypropylène, les acides résiniques, les paraffines, les isoparaffines et les oligomères et polymères de composés acryliques, de composés phénoliques ou de composés époxy, le composé de traitement de surface étant détérioré par l’activité photocatalytique des particules sous l’effet d’une exposition extérieure à la lumière ultraviolette.

2. Composition de caoutchouc de silicone selon la revendication 1 dans laquelle le composé de traitement de surface est choisi parmi les polyéthers, les polyéthers modifiés par du silane et les isoparaffines.

3. Composition de caoutchouc de silicone selon la revendication 1 ou la revendication 2 dans laquelle le composé de traitement de surface est liquide à température ambiante, ou a un point de fusion ou un point de ramollissement non supérieur à 200 °C.

4. Composé de caoutchouc de silicone selon l’une quelconque des revendications précédentes dans laquelle la quantité dudit composé de traitement de surface est de 5 à 200 parties en poids pour 100 parties des particules photocatalytiquement actives.

5. Composition de caoutchouc de silicone selon l’une quelconque des revendications précédentes qui inclut, en tant que charge en plus des particules photocatalytiquement actives, une charge absorbant l’huile qui n’est pas traitée en surface à une absorption d’huile de phthalate de dioctyle (DOP) d’au moins 20 ml/100 g.

6. Composition de caoutchouc de silicone selon la revendication 5 dans laquelle ladite charge absorbant l’huile est le carbonate de calcium ou une zéolithe.

7. Composition de caoutchouc de silicone selon l’une quelconque des revendications précédentes qui contient 100 parties en poids d’un diorganopolysiloxane en tant que polymère de base et de 2 à 100 parties en poids des particules photocatalytiquement actives.

8. Composition de caoutchouc de silicone selon l’une quelconque des revendications précédentes dans laquelle les particules photocatalytiquement actives ont une teneur en humidité d’au plus 1 % en poids.

9. Composition de caoutchouc de silicone selon l’une quelconque des revendications précédentes dans laquelle les particules photocatalytiquement actives sont constituées d’oxyde de titane ou d’oxyde de zinc.

10. Procédé de préparation d’une composition selon l’une quelconque des revendications 1 à 9 comprenant le mélange des particules photocatalytiquement actives traitées en surface avec un caoutchouc de silicone.

11. Procédé selon la revendication 10 qui inclut l’étape consistant à appliquer ledit composé de traitement de surface sur lesdites particules photocatalytiquement actives en les chauffant et en les mélangeant à température ambiante, avant le mélange des particules traitées en surface avec le caoutchouc de silicone.

12. Utilisation d’une composition selon l’une quelconque des revendications 1 à 9 pour réaliser un joint, un revêtement ou un joint d’étanchéité dans une construction extérieure.
REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description

• JP 9227779 A [0004]  
• JP 7171408 A [0023]