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(54) BUSHING AND VEHICLE SUSPENSION DEVICE

(57) The bushing (50) includes an outer cylinder (60),
an inner cylinder (70), and an elastic body (80) therebe-
tween. The outer cylinder (60) has a central recess por-
tion (62) formed in a curved shape. The inner cylinder
(70) has a central convex portion (72) being formed in a
curved shape. A distance between a vertex (V1) of the
central recess portion (62) and the vertex (V2) of the cen-
tral convex portion (72) is smaller than a distance be-
tween a point (S1) other than the vertex (V1) of the central
recess portion (62) and a point (S2) at which a straight
line extending from the point (S1) other than the vertex
(V1) of the central recess portion (62) to an intersection
point of the perpendicular line and the axis (x) of the inner
cylinder (70) intersects the central convex portion (72).
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Description

[0001] The present disclosure relates to a bushing, in
particular, a vibration isolating bushing, and a suspension
device for a vehicle.
[0002] For example, a bushing for isolating vibration is
known which is interposed in a mounting portion of var-
ious parts constituting a suspension of an automobile.
The bushing has a function of vibration absorption and
suspension positioning, and relatively low frequency vi-
bration is absorbed by a large part such as a spring or a
damper, whereas relatively high frequency vibration is
absorbed by a small part such as a bushing.
[0003] The bushing includes an inner cylinder hollow
in the axial direction and made of metal, an elastic body
such as rubber fixed to the outer peripheral surface of
the inner cylinder, and an outer cylinder made of metal
fixed to the outer peripheral surface of the elastic body.
The bushing is attached to the attachment portion by at-
taching one of the various parts to be vibration-proof-
connected to the inner cylinder and attaching the other
one of the various parts to be vibration-proof-connected
to the outer cylinder (for example, refer to Patent Docu-
ment 1). For the stopper function when inserted into the
mounting hole of the other part, which is necessary at
the occasion above, a technique is disclosed in which an
end portion and a flange portion are provided by squeez-
ing and molding an outer cylinder, and an elastic body
(rubber) is provided around the flange portion, thereby
exhibiting the stopper function.
[0004] However, in Patent Document 1, the inner side
of the outer cylinder is formed in a broken line shape, the
outer side of the inner cylinder is formed in a wave shape,
and rubber is provided therebetween, and when a force
acts in the axial direction of the inner cylinder in a state
of being mounted in the mounting hole, there is a problem
in durability of the elastic body and the bushing because
the wall thickness of the elastic body does not change
smoothly. In addition, if the change in the wall thickness
of the elastic body is not smooth, the performance of the
suspension designed to define the behavior of the wheel
with respect to various external forces input to the vehicle
may not be sufficiently exhibited.

J.H03-12029.U

[0005] The present disclosure has been made in view
of the above-mentioned problems, and an object thereof
is to provide a bushing having improved durability of an
elastic body. It is another object of the present disclosure
to provide a front suspension device having a bushing
capable of giving regularity to the behavior during running
of a vehicle and having high durability. In order to achieve
the above object, the present disclosure can be under-
stood from the following configurations.

(1) According to a first aspect of the present disclo-
sure, a bushing having an outer cylinder, an inner

cylinder and an elastic body provided between the
outer cylinder and the inner cylinder, wherein: the
outer cylinder has a cylindrical inner peripheral sur-
face having constant radius formed concentrically
with the axis of the inner cylinder or eccentrically with
respect to the axis of the inner cylinder, and has a
central recess portion recessed from the inner pe-
ripheral surface in a radial direction orthogonal to the
direction of the axis at a central portion along the
direction of the axis; the central recess portion is
formed to have a curved shape or a combination of
a curved shape and a straight shape in a cross-sec-
tional view along the direction of the axis, wherein a
vertex of the central recess portion farthest from the
axis of the inner cylinder is located on the curved
shape; the inner cylinder has a central convex por-
tion that swells from the outer peripheral surface in
a radial direction orthogonal to the direction of the
axis at a position corresponding to the central recess
portion of the central portion in the direction of the
axis; the central convex portion is formed to have a
curved shape or a combination of a curved shape
and a straight shape in a cross-sectional view along
the direction of the axis; and in the elastic body, in a
cross-sectional view along the axial direction of the
inner cylinder, a distance between a vertex of the
central recess portion and a point at which a perpen-
dicular line from the vertex of the central recess por-
tion to an axis of the inner cylinder intersects the
central convex portion is smaller than a distance be-
tween a point other than the vertex of the central
recess portion and a point at which a straight line
extending from the point other than the vertex of the
central recess portion to an intersection point of the
perpendicular line and the axis of the inner cylinder
intersects the central convex portion.
(2) According to a second aspect of the present dis-
closure, a bushing having an outer cylinder, an inner
cylinder and an elastic body provided between the
outer cylinder and the inner cylinder, wherein: the
outer cylinder has a cylindrical inner peripheral sur-
face having constant radius formed concentrically
with the axis of the inner cylinder or eccentrically with
respect to the axis of the inner cylinder, and has a
central recess portion recessed from the inner pe-
ripheral surface in a radial direction orthogonal to the
direction of the axis at a central portion along the
direction of the axis; the central recess portion is
formed to have a curved shape or a combination of
a curved shape and a straight shape in a cross-sec-
tional view along the direction of the axis, wherein a
vertex of the central recess portion farthest from the
axis of the inner cylinder is located on the curved
shape; the inner cylinder has a central convex por-
tion that swells from the outer peripheral surface in
a radial direction orthogonal to the direction of the
axis at a position corresponding to the central recess
portion of the central portion in the direction of the

1 2 



EP 3 633 228 A1

3

5

10

15

20

25

30

35

40

45

50

55

axis; the central convex portion is formed to have a
curved shape or a combination of a curved shape
and a straight shape in a cross-sectional view along
the direction of the axis; the curve of the central re-
cess portion is formed by an arc of a circle centered
on the first position that deviates from the axis of the
inner cylinder in the radial direction in a cross-sec-
tional view along the axial direction of the inner cyl-
inder; the curve of the central recess portion is
formed by an arc of a circle centered on the first
position that deviates from the axis of the inner cyl-
inder in the radial direction in a cross-sectional view
along the axial direction of the inner cylinder; and in
the elastic body, in a cross-sectional view along the
axial direction of the inner cylinder, a distance be-
tween a vertex of the central recess portion and the
vertex of the central convex portion is smaller than
a distance between a point other than the vertex of
the central recess portion and a point at which a
straight line extending from a point other than the
vertex of the central recess portion to the first position
which is the center of the arc of the central recess
portion intersects the central convex portion.
(3) The bushing of (2) above, wherein a radius of the
arc of the central convex portion is smaller than a
radius of the arc of the central recess portion.
(4) The bushing according to any one of (1) to (3),
wherein the outer cylinder has a cylindrical outer pe-
ripheral surface with a constant radius at a position
corresponding to the central recess portion.
(5) The bushing according to any one of (1) to (4)
above, wherein the thickness of both ends of the
outer cylinder is greater than the thickness of the
central portion thereof.
(6) The bushing according to any one of (1) to (5)
above, wherein a maximum outer diameter of the
central convex portion is larger than a minimum inner
dia meter of the inner peripheral surface of the outer
cylinder.
(7) According to a third aspect of the present disclo-
sure, a vehicle suspension device, having an arm
member provided between a knuckle for rotatably
supporting a wheel and a vehicle body for vertically
displaceably positioning the wheel, and two bush-
ings for swingably supporting the arm member with
respect to the vehicle body and disposed apart from
each other in the vehicle front-rear direction, where-
in: one bushing of the two bushings includes an outer
cylinder fixed to one of the vehicle body or the arm
member, an inner cylinder fixed to the other of the
vehicle body or the arm member, and an elastic body
provided between the outer cylinder and the inner
cylinder; the outer cylinder has a cylindrical inner pe-
ripheral surface having a constant radius formed
concentrically with the axis of the inner cylinder or
eccentrically with respect to the axis of the inner cyl-
inder, and has a central recess portion recessed from
the inner peripheral surface in a radial direction or-

thogonal to the direction of the axis at a central por-
tion in the direction of the axis; in the cross-sectional
view along the direction of the axis, the central recess
portion is formed to have a curved shape or a com-
bination of a curved shape and a straight shape, and
a vertex of the inner cylinder farthest from the axis
is located on the curved shape;
the inner cylinder has a central convex portion which
swells from the outer peripheral surface in a radial
direction orthogonal to the direction of the axis at a
position corresponding to the central recess portion
of the central portion in the direction of the axis (x);
in a cross-sectional view along the direction of the
axis, the central convex portion is formed in a curved
shape or a combination of a curved shape and a
straight shape; in the elastic body, in a cross-sec-
tional view along the axial direction of the inner cyl-
inder, a distance between a vertex of the central re-
cess portion and a point at which a perpendicular
line from the vertex of the central recess portion to
an axis of the inner cylinder intersects the central
convex portion is smaller than a distance between a
point other than the vertex of the central recess por-
tion and a point at which a straight line extending
from the point other than the vertex of the central
recess portion to an intersection point of the perpen-
dicular line and the axis of the inner cylinder inter-
sects the central convex portion; and the other bush-
ing of the two bushings is configured to allow rotation
of the arm member about the one bushing caused
by an external force applied to the wheel when the
vehicle is running.
(8) According to a fourth aspect of the present dis-
closure, a vehicle suspension device, having an arm
member provided between a knuckle for rotatably
supporting a wheel and a vehicle body for vertically
displaceably positioning the wheel, and two bush-
ings for swingably supporting the arm member with
respect to the vehicle body and disposed apart from
each other in the vehicle front-rear direction, where-
in: one bushing of the two bushings includes an outer
cylinder fixed to one of the vehicle body or the arm
member, an inner cylinder fixed to the other of the
vehicle body or the arm member, and an elastic body
provided between the outer cylinder and the inner
cylinder; the outer cylinder has a cylindrical inner pe-
ripheral surface having a constant radius formed
concentrically with the axis of the inner cylinder or
eccentrically with respect to the axis of the inner cyl-
inder, and has a central recess portion recessed from
the inner peripheral surface in a radial direction or-
thogonal to the direction of the axis at a central por-
tion in the direction of the axis; in the cross-sectional
view along the direction of the axis, the central recess
portion is formed to have a curved shape or a com-
bination of a curved shape and a straight shape, and
a vertex of the inner cylinder farthest from the axis
is located on the curved shape;
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the inner cylinder has a central convex portion which
swells from the outer peripheral surface in a radial
direction orthogonal to the direction of the axis at a
position corresponding to the central recess portion
of the central portion in the direction of the axis; in a
cross-sectional view along the direction of the axis,
the central convex portion is formed in a curved
shape or a combination of a curved shape and a
straight shape; the curve of the central recess portion
is formed by an arc of a circle centered on the first
position that deviates from the axis of the inner cyl-
inder in the radial direction in a cross-sectional view
along the axial direction of the inner cylinder; the
curve of the central recess portion is formed by an
arc of a circle centered on the first position that de-
viates from the axis of the inner cylinder in the radial
direction in a cross-sectional view along the axial
direction of the inner cylinder; in the elastic body, in
a cross-sectional view along the axial direction of the
inner cylinder, a distance between a vertex of the
central recess portion and the vertex of the central
convex portion is smaller than a distance between a
point other than the vertex of the central recess por-
tion and a point at which a straight line extending
from a point other than the vertex of the central re-
cess portion to the first position which is the center
of the arc of the central recess portion intersects the
central convex portion; and the other bushing of the
two bushings is configured to allow rotation of the
arm member about the one bushing caused by an
external force applied to the wheel when the vehicle
is running.

[0006] According to the present disclosure, since the
central recess portion of the outer cylinder wraps the cen-
tral convex portion of the inner cylinder with the elastic
body interposed therebetween, the wrap structure of the
outer cylinder over the inner cylinder can be realized, and
since the central convex portion of the outer cylinder and
the central convex portion of the inner cylinder are formed
in an arc shape, it is possible to provide a bushing in
which durability of the elastic body is improved against
relative displacement such as relative rotational dis-
placement of the inner cylinder and the outer cylinder
with respect to various external forces applied to the
bushing. In addition, it is possible to provide a front sus-
pension device having a bushing which can impart reg-
ularity to the behavior during running of the vehicle and
has high durability.

FIG. 1 is a perspective view showing a portion of a
suspension of an automobile employing a bushing
according to an embodiment of the present disclo-
sure.
FIG. 2A is a schematic diagram of the suspension
behavior during running in a suspension system em-
ploying a bushing according to an embodiment of
the present disclosure, wherein shows the behavior

with respect to the external force in the front-rear
direction.
FIG. 2B is a schematic diagram of the suspension
behavior during running in a suspension system em-
ploying a bushing according to an embodiment of
the present disclosure, wherein shows the behavior
with respect to the external force in the left-right di-
rection.
FIG. 3 is a cross-sectional view of a bushing accord-
ing to an embodiment of the present disclosure taken
along the (x) axis direction.
FIG. 4 is a side view of the bushing showing the case
where the outer cylinder and the inner cylinder are
concentric.
FIG. 5 is a side view of the bushing showing the case
where the outer cylinder and the inner cylinder are
eccentric in the (y) axis direction.
FIG. 6 is a diagram generally illustrating a flow of the
drawing process for a bushing.
FIG. 7 is a view for explaining a flow of the first kind
of drawing method of the bushing.
FIG. 8 is a view for explaining a flow of the second
and the third kind of drawing methods of the bushing.
FIG. 9A is a graph showing the characteristics con-
cerning the reaction force of the bushings.
FIG. 9B is a graph showing the characteristics con-
cerning the rotational moment of the bushings.

[0007] Throughout the description of the embodi-
ments, the same elements are denoted by the same ref-
erence numerals.

(Suspension)

[0008] FIG. 1 shows an example of a front suspension
1 of a motor vehicle.
[0009] Here, an example in which a so-called strut type
suspension is employed as the front suspension 1 is
shown. In addition, the right side of the suspension sys-
tem in the vehicle running direction F is partially omitted,
but has a configuration that is basically symmetrical with
that of the left side.
[0010] Since the strut type suspension is well known,
only its outline will be described. The left front wheel T
is rotatably supported by the knuckle 2. The knuckle 2 is
supported on the arm 3 so as to be steerable by a tie rod
4 (steering mechanism) which is displaced by rotation of
a steering wheel (not shown). The end of the arm 3 facing
away from the knuckles 2 is supported on a subframe 6
by two bushings 5a and 5b which are spaced apart from
each other in the longitudinal directions of the vehicle. A
coil damper 7 is provided between the knuckle 2 and a
vehicle body member (not shown) above the knuckle 2.
[0011] According to such a configuration, when the
front wheel is displaced vertically while the vehicle is run-
ning, the swinging motion of the arm 3 about a line seg-
ment connecting the two bushings 5a and 5b causes the
front wheel T to be displaced along a predetermined tra-
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jectory.
[0012] Of the two bushings 5a and 5b, the front bushing
5a includes an outer cylinder 60, an inner cylinder 70,
and an elastic body 80 provided between the outer cyl-
inder 60 and the inner cylinder 70, as described later.
The arrangement direction is such that the axial direction
is substantially along the front-rear direction of the vehi-
cle. The inner cylinder 70 is fixed to the subframe 6, and
the outer cylinder 60 is fixed to the arm 3.
[0013] Of the two bushings 5a and 5b, the rear side
bushing 5b includes an outer cylinder 60, an inner cylin-
der 70, and an elastic body 80 provided therebetween,
similarly to the front side bushing 5a. The arrangement
direction is different from that of the front bushing 5a, and
the axial direction is, for example, the vertical direction.
And a hollow portion 5c is provided, which is a space
formed in the elastic body 80, so as the arm 3 is config-
ured to be horizontally displaced by the hollow portion
5c more than that by the front bushing 5a.
[0014] FIGS. 2A and 2B shows the positioning function
of the suspension. More specifically, FIG. 2A shows the
behavior with respect to the external force in the front-
rear direction, and FIG. 2B shows the behavior with re-
spect to the external force in the left-right direction. With
the configuration and arrangement of the two bushings
5a and 5b as described above, the arm 3 is horizontally
displaced by an external force applied to the wheels in
various directions when the vehicle is running as shown
in FIGS. 2A and 2B. That is, the rotational displacement
about the front bushing 5a is mainly the rotational dis-
placement. Therefore, regularity is provided to the be-
havior of the front suspension 1 while the vehicle is run-
ning, and the predictability of the driving for the driver
can be improved. Also, due to the behavior above of the
suspension device, regularity is provided to the feeling
of the driver’s response through the steering mechanism
and the steering wheel. Therefore, a sense of security
and stability can be given to the driver.

(Bushing)

[0015] The front bushing 5a positively allows the arm
3 to rotate horizontally, thereby improving the self-con-
tained stopper function. Therefore, when the above-de-
scribed behavior of the arm 3 is generated, a device for
securing durability is required. Hereinafter, the two bush-
ings 5a and 5b will be described with reference to FIGS.
3 to 5. Although the bushing 5a and 5b is collectively
described below as the bushing 50, the bushing 50 is not
limited to the one used for the above described suspen-
sion 1 described above, and is used for a wide variety of
suspensions.
[0016] FIG. 3 shows a cross-sectional view of bushing
50. The bushing 50 includes an outer cylinder 60, an
inner cylinder 70, and an elastic body 80 provided be-
tween the outer cylinder 60 and the inner cylinder 70.
FIG. 3 shows an embodiment in which the (x) axial di-
rection center of the inner cylinder 70 and the (x) axial

direction center of the outer cylinder 60 are provided not
at the same position, that is, positioned offset to either
one of the both ends 74 with respect to the center in the
(x) axial direction of the inner cylinder 70. However, in
the application of the gist of the present embodiment,
centers in the (x) axial direction of the outer cylinder 60
and the inner cylinder 70 may be provided at the same
position. Among a plurality of modes, a most suitable
mode may be selected in accordance with various con-
ditions when the bushing 50 is mounted on a vehicle.
[0017] In the following description, the central portion
63 of the outer cylinder 60 means a part of area between
both ends 64 of the outer cylinder 60. The central portion
73 of the inner cylinder 70 means a part of area between
both ends 74 of the inner cylinder 70. Therefore, the cen-
tral recess portion 62 of the outer cylinder 60 and the
central convex portion 72 of the inner cylinder 70 are
described as the central recess portion 62 and the central
convex portion 72 respectively, including the case where
the central recess portion 62 and the central convex por-
tion 72 are positioned offset to either one of the both ends
74 with respect to the (x) axial center of the inner cylinder
70.
[0018] In FIG. 3, as shown in the side view of FIG. 4,
the outer cylinder 60 and the inner cylinder 70 are drawn
so as to be concentric (without offset) at the center O.
However, as shown in the side view of FIG. 5, the outer
cylinder 60 and the inner cylinder 70 may be formed to
be eccentric (i.e., offset) to each other in the (y) axial
direction, such as the center O1 of the outer cylinder 60
is not positioned just at the center O2 of the inner cylinder
70. Also in this respect, the selection may be made in
accordance with various conditions when the bushing 50
is mounted on the automobile. The gist of the present
embodiment is applied to any aspect.
[0019] Returning to FIG. 3, the bushing 50 will be de-
scribed in detail. The outer cylinder 60 has a cylindrical
inner peripheral surface 61 having a partially constant
radius and formed concentrically with the (x) axis of the
inner cylinder 70 or eccentrically with respect to the (x)
axis of the inner cylinder 70. And the outer cylinder 60
has a central recess portion 62 recessed from the inner
peripheral surface 61 in a radial direction (i.e., in a (y)
axial direction) orthogonal to the (x) axial direction at a
central portion 63 in the (x) axial direction, and the thick-
ness of both ends 64 of the outer cylinder 60 is formed
to be thicker than the thickness of the central portion 63.
In the outer cylinder 60, a cylindrical outer peripheral sur-
face 65 having a constant radius is positioned at a posi-
tion corresponding to the central recess 62.
[0020] In FIG. 3, the curve of the central recess portion
62 of the outer cylinder 60 exemplifies an arc shape of a
radius R1 centered on a first position C1 which deviates
from the (x) axis of the inner cylinder 70 in the radial
direction (i.e., in the (y) axial direction) in a cross-sec-
tional view along the (x) axial direction. However, in the
cross-sectional view along the (x) axial direction, the cen-
tral recess portion 62 may be formed in a curved shape
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other than a circular arc shape in surface shape, or in a
combination of a curved shape and a straight shape. On
the curve of the central recess portion 62 of the outer
cylinder 60, the vertex V1 of the inner cylinder 70 farthest
from the (x) axis is located.
[0021] On the other hand, concerning the inner cylinder
70, a central convex portion 72 which swells (or in other
words, "bulges") from the outer peripheral surface 71 in
the radial direction (the (y) axial direction) orthogonal to
the axial direction is provided at a position corresponding
to the central recess portion 62 of the outer cylinder 60,
in the central portion 73 of the (x) axial direction. The
inner cylinder 70 has both end portions 74 and 74 with
the center portion 73 interposed therebetween. FIG. 3
shows a mode in which the outer peripheral surface 71
is enlarged in diameter at both end portions 74, 74, but
this is in consideration of the strength of the inner cylinder
70, and as an application of the present embodiment, the
outer peripheral surface 71 may be formed straight with-
out being enlarged in diameter.
[0022] In FIG. 3, the curve of the central convex portion
72 of the inner cylinder 70 exemplifies the arc shape of
the radius R2 centered on the second position C2 differ-
ent from the first position C1, which is not concentric,
similarly to the curve of the central recess portion 62 of
the outer cylinder 60. That is, in the cross-sectional view
along the (x) axis direction, the curve of the central con-
vex portion 72 of the inner cylinder 70 protrudes in the
radial direction (i.e., in the (y) axis direction) from the (x)
axis of the inner cylinder 70. However, this portion may
also be formed in a curved shape other than a circular
arc shape or a shape in which a curve and a straight
shape are combined in a cross-sectional view along the
(x) axis direction, similarly to the central recess portion
62. On the curve of the central convex portion 72 of the
inner cylinder 70, the vertex V2 which is farthest from the
(x) axis of the inner cylinder 70 is located.
[0023] Here, the maximum outer diameter D2 of the
central convex portion 72 of the inner cylinder 70 is
formed to be larger than the minimum inner diameter D1
of the inner peripheral surface 61 of the outer cylinder
60. The maximum outer diameter D2 of the central con-
vex portion 72 is the distance between the two points
located on the curve of the central recess portion 62 of
the outer cylinder 60, i.e., the two vertexes V of the central
convex portion 72, which are farthest from the (x) axis of
the inner cylinder 70, in the vertical direction in the draw-
ing. The minimum inner diameter D1 of the inner periph-
eral surface 61 of the outer cylinder 60 is a distance be-
tween two points closest to the (x) axis of the inner cyl-
inder 70 on the inner peripheral surface 61 except for the
central recess portion 62.
[0024] An elastic body 80 is provided between the out-
er cylinder 60 and the inner cylinder 70. In the elastic
body 80, in a cross-sectional view along the axial direc-
tion (x) of the inner cylinder 70, a distance between a
vertex V1 of the central recess portion 62 and a point V2
at which a perpendicular line ((y) axis) from the vertex

V1 of the central recess portion 62 to an axis (x) of the
inner cylinder 70 intersects the central convex portion 72
is smaller than a distance between a point S1 other than
the vertex V1 of the central recess portion 62 and a point
S2 at which a straight line extending from the point S1
other than the vertex V1 of the central recess portion 62
to an intersection point of the perpendicular line ((y) axis)
and the axis (x) of the inner cylinder 70 intersects the
central convex portion 72.
[0025] In this respect, in case the curves of the central
recess portion 62 and the central convex portion 72 are
formed in an arc shape, they can be positioned as follows.
In the elastic body 80, in a cross-sectional view along the
axial direction (x) of the inner cylinder 70, a distance be-
tween a vertex V1 of the central recess portion 62 and
the vertex V2 of the central convex portion 72 is smaller
than a distance between a point S1 other than the vertex
V1 of the central recess portion 62 and a point S2 at
which a straight line extending from a point S1 other than
the vertex V1 of the central recess portion 62 to the first
position C1 which is the center of the arc of the central
recess portion 62 intersects the central convex portion
72.
[0026] As described above, by providing the outer cyl-
inder 60 with a difference in wall thickness, the shape
can be set to reduce the strain of the elastic body 80 set
between the inner cylinder 70 and the outer cylinder 60,
and the durability can be improved. For example, the
curve consists of the central recess portion 62 and the
central convex portion 72 (bulge) described above has
an arc shape with a radius R1 and R2 centering on the
first position C1 and the second position C2 respectively,
which are not concentric with each other. And the radius
R2 of the central convex portion 72 is made smaller than
the radius R1 of the central recess portion 62. This con-
struction is possible to improve the durability of the elastic
body 80 by gradually increasing the wall thickness of the
elastic body 80 to the position corresponding to the vertex
V2 of the central convex portion 72 where the position of
the thinnest of the elastic body 80.
[0027] As will be described later, the elastic body 80
is bonded to both the inner peripheral surface 61 of the
outer cylinder 60 and the outer peripheral surface 71 of
the inner cylinder 70. In case the stopper function is pro-
vided between the rubber provided in the flange portion
of the outer cylinder and the peripheral component of the
bushing as in the conventional inventions, there is a prob-
lem of generation of abnormal noise due to stick slip (vi-
bration phenomenon called "chatter") at the time of con-
tact, but the bushing 50 is bonded to both the inner pe-
ripheral surface 61 of the outer cylinder 60 and the outer
peripheral surface 71 of the inner cylinder 70, therefore
it is possible to prevent generation of stick slip by the self-
contained stopper function, and thus to prevent genera-
tion of abnormal noise.
[0028] In order to further enhance the stopper effect,
it is desirable that the bushing 50 wraps the outer cylinder
60 on its entire length by making the length W2 of the
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pressure inlet of the press-fit partner part P (e.g., the arm
3) into which the bushing 50 is press-fitted equal to or
longer than the length W1 of the outer cylinder 60 of the
bushing 50.
[0029] In the bushing 50, a central recess portion 62
is formed in the outer cylinder 60, and the thickness of
both end portions 64 is formed to be thicker than the
thickness of the central portion 63. This difference in wall
thickness increases the strength of the stopper, and even
if the input load increases, the originally given function
can be maintained.
[0030] The structure of bushing 50 described above
can be formed by reducing the diameter of the outer cyl-
inder 60 by drawing. The drawing process may be per-
formed either before or after the rubber insert molding
(vulcanization molding). However, the details will be de-
scribed in the next section.

(Drawing process)

[0031] The drawing process for creation of the wrap
structure described above will be described with refer-
ence to FIGS. 6 to 8 hereinafter. FIG. 6 is a diagram
conceptually illustrating a flow of the drawing process for
the bushing 50A, in which the central recess portion 62
of the outer cylinder 60 and the central convex portion
72 of the inner cylinder 70 are not provided, the (x) axial
center of the outer cylinder 60 and the (x) axial center of
the inner cylinder 70 coincide with each other, and both
ends 74, 74 of the inner cylinder 70 are not enlarged in
diameter. FIG. 6, as a step (a), shows the outer cylinder
60A, the inner cylinder 70A and the elastic body 80A after
the insert molding (vulcanization molding) and before the
drawing process of the bushing 50A. And as a step (b)
in FIG. 6, shown is a bushing 50A subjected to the draw-
ing process after insert molding. The drawing process,
generally, is applied to the outer cylinder 60A in the re-
duced diameter direction for the purpose of taking the
rubber shrinkage of the elastic body 80A and/or of im-
proving its durability.
[0032] In the present embodiment, three kinds of draw-
ing methods are possible for manufacturing the bushing
50. The first kind of drawing method will be described
with reference to FIG. 7. In the first kind of drawing meth-
od, one drawing process is performed after insert molding
to form the wrap structure. In FIG. 7, in contrast to FIG.
6, the bushing 50 is illustrated by way of example in a
case where the central recess portion 62 of the outer
cylinder 60 and the central convex portion 72 of the inner
cylinder 70 are provided, and the (x) axial center of the
outer cylinder 60 and the (x) axial center of the inner
cylinder 70 coincide with each other, and both ends 74
of the inner cylinder 70 are not enlarged in diameter. How-
ever, the first kind of drawing method is similarly applied
to the bushing 50 of the embodiment shown in FIG. 3
(the same hereinafter).
[0033] FIG. 7, as a step (a), shows the bushing 50 be-
fore applying drawing process thereon but after insert

molding of the outer cylinder 60 and the inner cylinder
70 with the elastic body 80. And as a step (b), shown is
the bushing 50 subjected to the drawing after insert mold-
ing. The central convex portion 72 of the inner cylinder
70 is wrapped around the central recess portion 62 of
the outer cylinder 60 with the elastic body 80 interposed
therebetween by the drawing process to reduce the di-
ameter of the outer cylinder 60. It must be noted that in
FIG. 7 (see also FIG. 3), as the step (b) after the drawing
of the first kind of drawing method is performed, the vertex
V2 of the central convex portion 72 of the inner cylinder
70 is separated from the inner peripheral surface 61 of
the outer cylinder 60 from the (x) axis (see a broken line).
However, the drawing of the first kind of drawing method
may be performed in such a manner that the inner pe-
ripheral surface 61 of the outer cylinder 60 is separated
from the vertex V2 of the central convex portion 72 of the
inner cylinder 70 from the (x) axis as in the bushing 50
of the embodiment shown in FIG. 3 (the same hereinaf-
ter).
[0034] The outer cylinder 60 and the inner cylinder 70
is insert-molded together with the elastic body 80 for ob-
taining the bushing 50 having a desired shape by using
a mold after chemical conversion treatment and adhesive
application. Then, after finishing process such as deburr-
ing or the like, obtained molded article is subjected to
drawing process. The bushing 50 that has passed the
inspection is packaged and shipped.
[0035] The second kind of drawing method will be de-
scribed with reference to FIG. 8. (FIG. 8 is also used to
explain the third kind of drawing method.) In the second
kind of drawing method, a primary drawing process is
performed before the insert molding, followed by a sec-
ondary drawing process which is performed after the in-
sert molding.
[0036] FIG. 8, as a step (a), shows the bushing 50 be-
fore insert molding of the outer cylinder 60 and the inner
cylinder 70 with the elastic body 80, wherein the drawing
process is not yet performed thereon. And as a step (b),
shown is the bushing 50 after the drawing prior to insert
molding. And as a step (c), shown is a bushing 50 being
subjected to the drawing after insert molding. The second
kind of drawing method corresponds to the steps (a) to
(c) in FIG. 8. By the drawing which is performed twice to
reduce the diameter of the outer cylinder 60, the central
convex portion 72 of the inner cylinder 70 is wrapped in
the central recess portion 62 of the outer cylinder 60 with
the elastic body 80 interposed therebetween, as in the
case of the first kind of drawing method.
[0037] In the second kind of drawing method, the pri-
mary drawing process is performed after the chemical
conversion process and the adhesive application of the
outer cylinder 60 and the inner cylinder 70 are completed,
but at that time the insert molding is not yet performed
thereon together with the elastic body 80. Then, after the
primary drawing process is performed, the outer cylinder
60, the inner cylinder 70 and the elastic body 80 are insert
molded. Subsequently, a finishing process such as de-
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burring or the like is performed on the obtained molded
article. After finishing the finishing process, drawing after
insert molding, that is, secondary drawing process is per-
formed. The bushing 50 that has passed the inspection
is packaged and shipped.
[0038] In the third kind of drawing method, one drawing
process for forming the wrap structure such as described
above is performed prior to the insert molding. By refer-
ring to the steps (a) and (b) in FIG. 8, explanation of the
third kind drawing method is omitted.
[0039] The characteristics of the bushing 50 config-
ured as described above are shown in FIGS. 9A and 9B.
In FIG. 9A, the horizontal axis represents the relative
displacement of the inner cylinder 70 and the outer cyl-
inder 60 in the axial direction of the bushing 50, and the
vertical axis represents the reaction force with respect to
the relative displacement of the inner cylinder 70 and the
outer cylinder 60 in the axial direction of the bushing 50.
In FIG. 9B, the vertical axis represents the moment of
the inner cylinder 70 at the time of relative rotation with
respect to the outer cylinder 60, and the horizontal axis
represents the relative rotation angle of the inner cylinder
70 with respect to the outer cylinder 60.
[0040] In the drawing, the solid line represents the
characteristic of the bushing 50 according to the present
embodiment, and the broken line represents the charac-
teristics of the conventional bushing having no wrap
structure.
[0041] As can be seen from FIG. 9A, in the bushing 50
according to the present embodiment, the reaction force
rises from a region where the relative displacement
amount in the axial direction between the inner cylinder
70 and the outer cylinder 60 is smaller than that of the
conventional bushing. And as can be seen from FIG. 9B,
compared with the conventional bushing, the bushing 50
according to the present embodiment can obtain a large
relative rotation angle even if the relative rotation moment
of the inner cylinder 70 with respect to the outer cylinder
60 is small.
[0042] The above means the following. First, when the
vehicle including the front suspension 1 shown in FIG. 1
runs, in case an external force is applied from the wheel
in the axial direction (vehicle front-rear direction) of the
bushing 50, the relative displacement of the bushing 50
in the axial direction, and the displacement of the arm 3
in the front-rear direction, is unlikely to occur (self-con-
tained function is high). Second, the relative rotation of
the bushing 50 and the rotation behavior of the arm 3 in
the horizontal plane are likely to occur. That is, not only
the external force in the vehicle width direction but also
the external force in the vehicle front-rear direction tend
to cause the rotation behavior of the arm 3, and regularity
(behavior mainly based on the rotation behavior) is pro-
vided to the behavior of the front suspension 1 during the
vehicle running, thereby improving the predictability of
the driving for the driver.
[0043] Although the present disclosure has been de-
scribed specifically using embodiments above, it is noted

that the technical scope of the present disclosure is not
limited to the scope described in the above embodiments.
And it will be apparent to those skilled in the art that var-
ious modifications or improvements can be made to the
above-described embodiments. In addition, it is also ap-
parent from the scope of the claims that the embodiments
added with such alterations or improvements can be in-
cluded in the technical scope of the invention.
[0044] Description of the references are as follows:

1 Front suspension
2 Knuckle
3 Arm
4 Tie-rod
5a Front bushing
5b rear bushing
5c Hollow portion
6 Subframe
7 Coil damper
50 Bushing
60 Outer cylinder
61 Inner peripheral surface (of outer cylinder)
62 Central recess portion (of outer cylinder)
63 Central portion (of outer cylinder)
64 Both ends (of outer cylinder)
65 Outer peripheral surface (of outer cylinder)
70 Inner cylinder
71 Outer peripheral surface (of inner cylinder)
72 Central convex portion (of inner cylinder)
73 Central portion (of inner cylinder)
74 Both ends (of inner cylinder)
80 Elastic body

Claims

1. A bushing (50) comprising:

an outer cylinder (60),
an inner cylinder (70), and
an elastic body (80) provided between the outer
cylinder (60) and the inner cylinder (70),
wherein the outer cylinder (60) has a cylindrical
inner peripheral surface (61) having constant ra-
dius formed concentrically with the axis (x) of
the inner cylinder (70) or eccentrically with re-
spect to the axis (x) of the inner cylinder (70),
and has a central recess portion (62) recessed
from the inner peripheral surface (61) in a radial
direction (y) orthogonal to the direction of the
axis (x) at a central portion (63) along the direc-
tion of the axis (x);
the central recess portion (62) is formed to have
a curved shape or a combination of a curved
shape and a straight shape in a cross-sectional
view along the direction of the axis (x), wherein
a vertex (V) of the central recess portion (62)
farthest from the axis (x) of the inner cylinder
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(70) is located on the curved shape;
the inner cylinder (70) has a central convex por-
tion (72) that swells from the outer peripheral
surface (71) in a radial direction (y) orthogonal
to the direction of the axis (x) at a position cor-
responding to the central recess portion (62) of
the central portion (73) in the direction of the axis
(x);
the central convex portion (72) is formed to have
a curved shape or a combination of a curved
shape and a straight shape in a cross-sectional
view along the direction of the axis (x); and
in the elastic body (80), in a cross-sectional view
along the axial direction of the inner cylinder
(70), a distance between a vertex (VI) of the cen-
tral recess portion (62) and a point (V2) at which
a perpendicular line from the vertex (VI) of the
central recess portion (62) to an axis (x) of the
inner cylinder (70) intersects the central convex
portion (72) is smaller than a distance between
a point (S1) other than the vertex (VI) of the cen-
tral recess portion (62) and a point (S2) at which
a straight line extending from the point (S1) other
than the vertex (VI) of the central recess portion
(62) to an intersection point of the perpendicular
line and the axis (x) of the inner cylinder (70)
intersects the central convex portion (72).

2. A bushing (50) comprising:

an outer cylinder (60),
an inner cylinder (70) and
an elastic body (80) provided between the outer
cylinder (60) and the inner cylinder (70),
wherein the outer cylinder (60) has a cylindrical
inner peripheral surface (61) having constant ra-
dius formed concentrically with the axis (x) of
the inner cylinder (70) or eccentrically with re-
spect to the axis (x) of the inner cylinder (70),
and has a central recess portion (62) recessed
from the inner peripheral surface (61) in a radial
direction (y) orthogonal to the direction of the
axis (x) at a central portion (63) along the direc-
tion of the axis (x);
the central recess portion (62) is formed to have
a curved shape or a combination of a curved
shape and a straight shape in a cross-sectional
view along the direction of the axis (x), wherein
a vertex (V) of the central recess portion (62)
farthest from the axis (x) of the inner cylinder
(70) is located on the curved shape;
the inner cylinder (70) has a central convex por-
tion (72) that swells from the outer peripheral
surface (71) in a radial direction (y) orthogonal
to the direction of the axis (x) at a position cor-
responding to the central recess portion (62) of
the central portion (73) in the direction of the axis
(x);

the central convex portion (72) is formed to have
a curved shape or a combination of a curved
shape and a straight shape in a cross-sectional
view along the direction of the axis (x);
the curve of the central recess portion (62) is
formed by an arc of a circle centered on the first
position C1 that deviates from the axis (x) of the
inner cylinder (70) in the radial direction (y) in a
cross-sectional view along the axial direction (x)
of the inner cylinder (70);
the curve of the central recess portion (62) is
formed by an arc of a circle centered on the first
position C1 that deviates from the axis (x) of the
inner cylinder (70) in the radial direction (y) in a
cross-sectional view along the axial direction (x)
of the inner cylinder (70); and
in the elastic body (80), in a cross-sectional view
along the axial direction of the inner cylinder
(70), a distance between a vertex (VI) of the cen-
tral recess portion (62) and the vertex (V2) of
the central convex portion (72) is smaller than a
distance between a point (S1) other than the ver-
tex (VI) of the central recess portion (62) and a
point (S2) at which a straight line extending from
a point (S1) other than the vertex (V1) of the
central recess portion (62) to the first position
C1 which is the center of the arc of the central
recess portion (62) intersects the central convex
portion (72).

3. The bushing (50) of claim 2, wherein a radius (R2)
of the arc of the central convex portion (72) is smaller
than a radius (R1) of the arc of the central recess
portion (62).

4. The bushing (50) according to any one of claims 1
to 3, wherein the outer cylinder (60) has a cylindrical
outer peripheral surface (65) with a constant radius
at a position corresponding to the central recess por-
tion (62).

5. The bushing (50) according to any one of claims 1
to 4, wherein the thickness of both ends (64) of the
outer cylinder (60) is greater than the thickness of
the central portion (63) thereof.

6. The bushing (50) according to any one of claims 1
to 5, wherein a maximum outer diameter (D2) of the
central convex portion (72) is larger than a minimum
inner diameter (D1) of the inner peripheral surface
(61) of the outer cylinder (60).

7. A vehicle suspension device (1), comprising:

an arm member (3) provided between a knuckle
(2) for rotatably supporting a wheel (T) and a
vehicle body for vertically displaceably position-
ing the wheel (T), and
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two bushings (5a and 5b) for swingably support-
ing the arm member (3) with respect to the ve-
hicle body and disposed apart from each other
in the vehicle front-rear direction,
wherein one bushing (5a) of the two bushings
(5a and 5b) includes an outer cylinder (60) fixed
to one of the vehicle body or the arm member
(3), an inner cylinder (70) fixed to the other of
the vehicle body or the arm member (3), and an
elastic body (80) provided between the outer cyl-
inder (60) and the inner cylinder (70);
the outer cylinder (60) has a cylindrical inner pe-
ripheral surface (61) having a constant radius
formed concentrically with the axis (x) of the in-
ner cylinder (70) or
eccentrically with respect to the axis (x) of the
inner cylinder (70), and has a central recess por-
tion (62) recessed from the inner peripheral sur-
face (61) in a radial direction (y) orthogonal to
the direction of the axis (x) at a central portion
(63) in the direction of the axis (x);
in the cross-sectional view along the direction
of the axis (x), the central recess portion (62) is
formed to have a curved shape or a combination
of a curved shape and a straight shape, and an
vertex of the inner cylinder (70) farthest from the
axis (x) is located on the curved shape;
the inner cylinder (70) has a central convex por-
tion (72) which swells from the outer peripheral
surface (71) in a radial direction orthogonal to
the direction of the axis (x) at a position corre-
sponding to the central recess portion (62) of
the central portion (73) in the direction of the axis
(x);
in a cross-sectional view along the direction of
the axis (x), the central convex portion (72) is
formed in a curved shape or a combination of a
curved shape and a straight shape;
in the elastic body (80), in a cross-sectional view
along the axial direction of the inner cylinder
(70), a distance between a vertex (VI) of the cen-
tral recess portion (62) and a point (V2) at which
a perpendicular line from the vertex (VI) of the
central recess portion (62) to an axis (x) of the
inner cylinder (70) intersects the central convex
portion (72) is smaller than a distance between
a point (S1) other than the vertex (VI) of the cen-
tral recess portion (62) and a point (S2) at which
a straight line extending from the point (S1) other
than the vertex (V1) of the central recess portion
(62) to an intersection point of the perpendicular
line and the axis (x) of the inner cylinder (70)
intersects the central convex portion (72); and
the other bushing (5b) of the two bushings (5a
and 5b) is configured to allow rotation of the arm
member (3) about the one bushing (5a) caused
by an external force applied to the wheel (T)
when the vehicle is running.

8. A vehicle suspension device (1), comprising:

an arm member (3) provided between a knuckle
(2) for rotatably supporting a wheel (T) and a
vehicle body for vertically displaceably position-
ing the wheel (T), and
two bushings (5a and 5b) for swingably support-
ing the arm member (3) with respect to the ve-
hicle body and disposed apart from each other
in the vehicle front-rear direction,
wherein one bushing (5a) of the two bushings
(5a and 5b) includes an outer cylinder (60) fixed
to one of the vehicle body or the arm member
(3), an inner cylinder (70) fixed to the other of
the vehicle body or the arm member (3), and an
elastic body (80) provided between the outer cyl-
inder (60) and the inner cylinder (70);
the outer cylinder (60) has a cylindrical inner pe-
ripheral surface (61) having a constant radius
formed concentrically with the axis (x) of the in-
ner cylinder (70) or
eccentrically with respect to the axis (x) of the
inner cylinder (70), and has a central recess por-
tion (62) recessed from the inner peripheral sur-
face (61) in a radial direction (y) orthogonal to
the direction of the axis (x) at a central portion
(63) in the direction of the axis (x);
in the cross-sectional view along the direction
of the axis (x), the central recess portion (62) is
formed to have a curved shape or a combination
of a curved shape and a straight shape, and an
vertex of the inner cylinder (70) farthest from the
axis (x) is located on the curved shape;
the inner cylinder (70) has a central convex por-
tion (72) which swells from the outer peripheral
surface (71) in a radial direction orthogonal to
the direction of the axis (x) at a position corre-
sponding to the central recess portion (62) of
the central portion (73) in the direction of the axis
(x);
in a cross-sectional view along the direction of
the axis (x), the central convex portion (72) is
formed in a curved shape or a combination of a
curved shape and a straight shape;
the curve of the central recess portion (62) is
formed by an arc of a circle centered on the first
position C1 that deviates from the axis (x) of the
inner cylinder (70) in the radial direction (y) in a
cross-sectional view along the axial direction (x)
of the inner cylinder (70);
the curve of the central recess portion (62) is
formed by an arc of a circle centered on the first
position C1 that deviates from the axis (x) of the
inner cylinder (70) in the radial direction (y) in a
cross-sectional view along the axial direction (x)
of the inner cylinder (70);
in the elastic body (80), in a cross-sectional view
along the axial direction of the inner cylinder
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(70), a distance between a vertex (VI) of the cen-
tral recess portion (62) and the vertex (V2) of
the central convex portion (72) is smaller than a
distance between a point (S1) other than the ver-
tex (VI) of the central recess portion (62) and a
point (S2) at which a straight line extending from
a point (S1) other than the vertex (V1) of the
central recess portion (62) to the first position
C1 which is the center of the arc of the central
recess portion (62) intersects the central convex
portion (72); and
the other bushing (5b) of the two bushings (5a
and 5b) is configured to allow rotation of the arm
member (3) about the one bushing (5a) caused
by an external force applied to the wheel (T)
when the vehicle is running.
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