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(54) Multipurpose machine for monitoring and control of locoregional therapies in oncology

(57) The multipurpose machine for monitoring and
control of locoregional therapies in oncology comprises
a head (2) which has a box-like structure, is supported
by a base (3) provided with a trolley (8) for modifying its
dimensions, and is provided with adsorbent and/or fil-
tering devices (6) and with a control (7) for controlling
and regulating chemotherapy and chemofiltration which
are arranged along a first set of duct (104) circuits ac-
commodated in the head (2); the first set of circuits (104)
is divided into at least two loops (104a, 104b) each of
which has its own pumps (105, 106); the loops are mu-

tually interactive or separable, and the first loop (104a)
is provided for the infusion of the chemotherapeutic
agents (C) and the second loop (104b) is provided for
the filtration of the chemotherapeutic agents; an emer-
gency electronic circuit (109) is inserted between the
two loops (104a, 104b) in order to detect malfunctions
of the pumps (105, 106) and functionally restore at least
the infusion loop (104a); the head (2) further accommo-
dates a second main set of circuits (110) which can be
activated alternately with respect to the first one (104)
and is meant to perform intraperitoneal hyperthermal
perfusion therapy.
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Description

[0001] The present invention relates to a multipur-
pose machine for monitoring and control of locoregional
therapies in oncology.
[0002] Locoregional therapies currently applied in on-
cology use techniques which provide for the surgical or
radiological insertion of special vascular catheters with
two or three passages, in order to reach and directly per-
fuse the tumor or the body region invaded by the neo-
plasia.
[0003] It has in fact been demonstrated that the loco-
regional administration of antiblastic medicines leads to
increased local concentration thereof, with exposure of
the carcinogenic cells to more effective pharmacological
levels. In particular, perfusion methods have been re-
cently developed which provide for simultaneous arteri-
al and venous blockage and allow to artificially create
localized metabolic situations such as hypoxia, hyper-
oxia or hyperthermia, all of which are harmful for the tu-
mor and instead extremely useful for boosting the effec-
tiveness of the antineoplastic medicines used.
[0004] The best-known and most widely used tech-
niques are the hypoxic perfusion (so-called stop-flow)
with subsequent filtration, and the intraperitoneal hyper-
thermal chemoperfusion (known as IPHC). Hypoxic per-
fusion requires, throughout its execution, constant and
attentive monitoring and control of the parameters dur-
ing its main steps, which can be summarized as follows:

-- perfusion of the organ, after isolating it, with a flow
of medicine which can vary between 80 and 120 ml/
min according to the systemic pressure of the pa-
tient;
-- infusion of the chemotherapeutic agents accord-
ing to predefined patterns, sequences and timings,
but most of all according to the state of oxygenation
of the tissues or of the blood in locoregional circu-
lation;
-- time-controlled circulation of the chemotherapeu-
tic agent;
-- filtration of the chemotherapeutic agent in locore-
gional circulation by using the hemofiltration and/or
hemodialysis technique;
-- filtration of the chemotherapeutic agent in sys-
temic circulation by means of the hemofiltration or
hemodialysis technique, with associated control of
the fluid balance of the patient.

[0005] Intraperitoneal hyperthermal perfusion instead
consists in perfusing the peritoneal cavity with a solution
which contains chemotherapeutic medicines at a con-
trolled temperature of 42.5°C.
[0006] Both the flow of the solution and the duration
of the perfusion are established according to preset pat-
terns.
[0007] Hyperthermal perfusion can be performed with
the abdomen open or closed, after inserting and ade-

quately placing heat sensors, usually at least five, in the
intraperitoneal cavity and four catheters which are con-
nected to the perfusion/circulation circuit, in which the
flow is controlled by means of a pump of the peristaltic
type.
[0008] Execution of these therapies has always been
entrusted exclusively to the professional experience of
physicians and health workers, who have used devices
assembled in a makeshift fashion and under their direct
responsibility. A further risk exists of forced interruption
of the therapy due to interruptions in the public electric
main powering these devices at a moment when the
chemotherapeutic agents are already perfused into the
patient's body at their highest concentration and they
cannot be removed any more. which seriously threatens
the safety of the patient.
[0009] Moreover, in the current state of the art there
is no device which allows to perform the above-de-
scribed intraperitoneal hyperthermal therapy.
[0010] Furthermore, conventional devices used by
medical staff rely on the constancy of the delivery of
mains electric power for their operation.
[0011] The aim of the present invention is to solve the
above-described problems of the prior art by providing
a multipurpose machine for monitoring and control of lo-
coregional therapies in oncology which allows medical
and paramedic staff to perform both hypoxic perfusion
and intraperitoneal hyperthermal perfusion therapies
with a fully automated procedure and with maximum
safety for the patient, with constant control of every
physiological parameter involved and which further al-
lows, if necessary, any direct corrective action by med-
ical and paramedic staff.
[0012] An object of the present invention is to provide
medical and paramedical staff with a multipurpose ma-
chine for monitoring and control of locoregional thera-
pies in oncology which has an extremely compact struc-
ture, is easy to carry and absolutely reliable in operation
even in case of an interruption of the mains electric pow-
er supply or in case of technical failure of the pumping
means employed, particularly the main one located
along the first loop.
[0013] This aim, this object and others are all
achieved by a multipurpose machine for monitoring and
control of locoregional therapies in oncology, character-
ized in that it is constituted by a head which has a box-
like structure and is supported by a stand which has
means for modifying its dimensions, this head being in
turn provided with elements for supporting packages of
adsorbent means and/or for regulating chemotherapy
and chemofiltration.
[0014] Conveniently, the multipurpose machine for
monitoring and control of locoregional therapies in on-
cology is characterized in that the head accommodates
a first set of duct circuits which forms at least two inter-
active or separable main loops, a first one for infusing
the chemotherapeutic agents and a second one for fil-
tering the chemotherapeutic agents.
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[0015] Advantageously, the multipurpose machine is
also characterized in that the head accommodates a
second set of duct circuits which can be activated as an
alternative to the first set of duct circuits in order to per-
form intraperitoneal hyperthermal perfusion therapy.
[0016] Further characteristics and advantages will be-
come apparent from the following description of a pre-
ferred embodiment of a multipurpose machine for mon-
itoring and control of locoregional therapies in oncology,
illustrated only by way of non-limitative example in the
accompanying drawings, wherein:

Figure 1 is a schematic view of a simplified version
of the multipurpose machine, provided with a single
functional set of circuits for monitoring and control
of locoregional chemotherapy and chemofiltration;
Figure 2 is a reduced-scale view of a head which is
part of the machine according to the invention, in
the simplified version of Figure 1;
Figure 3 is a front view of the machine according to
the invention in the compact configuration for car-
rying;
Figure 4 is a corresponding front view of the ma-
chine in the configuration for use;
Figure 5 is a corresponding side view of Figure 3;
Figure 6 is a corresponding side view of Figure 4;
Figure 7 is a diagram of a second set of duct circuits
for performing intraperitoneal hyperthermal locore-
gional chemotherapy which can be inserted in the
head of the multipurpose machine according to the
invention in the more complete version thereof;
Figure 8 is a schematic view, similar to Figure 1, of
a more complete version provided with an electron-
ic emergency circuit.

[0017] With reference to the above-mentioned fig-
ures, 1 designates a multipurpose machine for monitor-
ing and control of locoregional therapies in oncology,
comprising a head 2 which has a box-like structure and
is supported by a base 3 provided with means 4 for mod-
ifying the overall dimensions of the machine 1.
[0018] The head 2 is also provided with elements 5
for supporting adsorbent and/or filtering means, gener-
ally designated by 6, and with means 7 for controlling
and regulating chemotherapy and chemofiltration.
[0019] These dimension-modifying means 4 are con-
stituted by a trolley 8 which is integrated in the head 2
and is slidingly guided on a vertical post 9 which rises
from the base 3.
[0020] In turn, the supporting elements 5 are consti-
tuted by at least one plate 10 mounted so as to fold away
in the front part of the head 2 and provided with corre-
sponding recesses 10a for accommodating and retain-
ing the packages 6.
[0021] The control and regulation means 7 are con-
stituted by a controller, which is provided with a touch-
screen monitor 11 arranged at the top of the head 2; the
monitor also can be folded back onto the head into a

fold-away position in a provided hollow seat 11a.
[0022] In a possible simplified version of the machine
1, the head 2 accommodates a set of duct circuits 12
forming at least two interactive or separable loops, a first
one 12a for the infusion of chemotherapeutic agents and
a second one 12b for the filtration of the chemothera-
peutic agents.
[0023] In turn, the first loop 12a can be further divided
ideally into at least three mutually sequential duct seg-
ments: a first segment 13 for drawing blood from the pa-
tient and for introducing the chemotherapeutic agents;
a second intermediate segment 14 for blood control; and
a third segment 15 for returning the blood to the patient.
[0024] The first segment 13 is provided, in a cascade
arrangement, with a first sensor means 16 for sensing
the patient's withdrawal blood pressure. The sensor
means is connected to a point for introducing the chem-
otherapeutic agents, designated by 17, downstream of
which there is a peristaltic pump 18 which constitutes
the pumping assembly and is in turn followed by a sec-
ond sensor 19 for controlling the inlet pressure of the
second loop 12b for filtration of the chemotherapeutic
agents.
[0025] The intermediate segment 14 is provided,
again in a series arrangement, with a first valve means
20 for throttling or connecting the first loop 12a to the
second loop 12b; the valve means 20 is connected to a
means 21 for sensing the oxygen pressure in the blood
that flows in the first loop 12a, and downstream of the
means there is a heating means 22 connected to a third
sensor 23 for measuring pressure of the blood returning
to the patient.
[0026] The third segment 15 for return to the patient
is provided, in a series arrangement, with a fourth sen-
sor 24 for detecting any air present in the blood returned
to the patient and at least one terminal electric clamp 25
to prevent reverse flow of the blood.
[0027] The point 17 where the chemotherapeutic
agents are introduced is controlled with a valve means
26 of the multiple-way type which can be driven both
sequentially and on a time-controlled basis.
[0028] In one possible embodiment, the oxygen pres-
sure sensor 21 is constituted by a conventional sound
or probe of the invasive type which is adapted to be
placed in direct contact with an organ which is the target
of chemotherapeutic agents.
[0029] The second loop 12b for filtering the chemo-
therapeutic agents also is ideally composed of two sub-
loops: a first sub-loop 27, provided with at least one
chemotherapeutic agent adsorbent and/or filtering
means 28, and a second sub-loop 29 for controlling fluid
circulation, controlling the integrity of the filtering means
28 and maintaining a presettable water balance of the
patient.
[0030] The first sub-loop 27 can be connected in input
to the intermediate segment 14 of the first loop 12a
through the throttling and/or connection valve means 20
and in output directly upstream of the blood oxygen
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pressure sensor means 2l ; before the output connec-
tion, in the sub-loop 27 there is at least one electric
clamp 30 for throttling the connection.
[0031] The second sub-loop 29 is essentially consti-
tuted by a conventional circuit for hemofiltration or he-
modialysis and is provided with at least one fifth sensor
means 31 for detecting any blood presence inside the
second sub-loop 29.
[0032] Downstream of the fifth sensor means 31 there
is a sixth sensor means 32 for detecting the pressure in
output from the filtering means, downstream of which
there is a second pumping assembly 33 followed by a
weighing station 34 and by a third pumping assembly
35, downstream of which there is a seventh sensor
means 36 for detecting and controlling the pressure in
the second sub-loop 29.
[0033] In a second more complete version, shown in
the diagrams of Figures 7 and 8, the multipurpose ma-
chine is provided with adsorbent and/or filtering means
and with means for controlling and regulating chemo-
therapy and chemofiltration; these means are arranged
along a first set of duct circuits 104 accommodated in-
side the head 2 and divided into at least two main loops
104a and 104b, each of which is provided with its own
pumping means, designated, respectively, by 105, 106
and 106a which mutually interact or can be separated
thanks to the intervention of clamp means 107.
[0034] A first loop 104a of the loops is meant for the
infusion of chemotherapeutic agents and is provided
with a heating means 108, whereas a second loop 104b
is meant for the filtration of the chemotherapeutic
agents, as in the already described embodiment.
[0035] An electronic emergency circuit, generally
designated by 109, is inserted between the two main
loops 104a and 104b and is meant for the detection of
malfunctions of the pumping means 105 and 106 and
for the consequent functional restoration of at least the
infusion loop 104a.
[0036] The emergency electronic circuit 109 is con-
nected to each one of the pumping means 105 and 106
of the main loops 104a and 104b and to a weighing el-
ement 111 which is meant to control the exchange vol-
umes during the filtration of the chemotherapeutic
agents extracted from the patient.
[0037] The head 2 further accommodates a second
main set of circuits 110 which can be alternately activat-
ed with respect to the first set of circuits 104 in order to
perform intraperitoneal hyperthermal perfusion therapy.
The second main set of circuits 110 comprises a closed
loop 110a which leads into the peritoneal region of the
patient, schematically designated by 112, and a branch
loop 110b for feeding the chemotherapeutic agents; ac-
cordingly, along this loop there is a means 114 for con-
taining and weighing the chemotherapeutic agents; on
the same closed loop 110a there are also, in a series
arrangement, a heating means 115 and a pumping
means 116, upstream and downstream of which there
are infusion pressure sensors, designated by 117 and

118 respectively.
[0038] Sensors 113 for detecting the 'temperature of
the infused substances are also inserted in the perito-
neal region 112 of the patient and are adapted to control,
by averaging it, the value of the temperatures detected
locally.
[0039] In the branch loop 110b, the inlet 120 and the
outlet 119 are respectively located upstream and down-
stream of the series of dispensers/sensors 113 and their
access is regulated by corresponding clamp means
122a and 122b which control the connection of the
chemotherapeutic agent container and weighing means
114.
[0040] In the preferred and advantageous embodi-
ment of the invention, both the pumping means 116 and
the heating means 115 can also be mutually used in the
main loops 104a and 104b and coincide with the corre-
sponding means 106 and 108.
[0041] The pumping means 105, 106, 106a and 116
are all constituted by pumps of the peristaltic type and
the means 114 for containing and weighing the ex-
change volumes is constituted by a pouch 123, or an
ampoule supported by a load cell, schematically desig-
nated by 123a; the same applies to the weighing ele-
ment 111, which is provided with two bags 111a and
111b.
[0042] The heating means 115 or 108 is provided with
a set of three sensors 124 for detecting the invasive tem-
perature.
[0043] The operation of the invention is described
hereinafter by referring separately to the two possible
embodiments of the multipurpose machine according to
the invention; for the first, simpler embodiment, this op-
eration is as follows: the machine 1 is preset in the op-
erating configuration, as shown in Figures 4 and 6.
[0044] The screen 11 is removed from its seat lla and
the adsorbent and/or filtering means 6 are placed in the
appropriate recesses 10a of the plate 10, connected to
the set of circuits 12.
[0045] The ends of the set of duct circuits 12 are con-
nected to the patient and the medical operator sets on
the screen 11, by touching in each instance the surface
thereof at the different displayed parameters, the preset
values of these parameters in order to correctly perform
the chemotherapy session.
[0046] In practice, as soon as the therapeutic cycle
begins, the machine 1 draws the blood from the patient,
feeds into the extracorporeal circuit 12 and then returns
it to the patient.
[0047] The first sensor means 16 controls the with-
drawal pressure of the blood drawn by the peristaltic
pump 18.
[0048] In a first step of the administration of the chem-
otherapeutic agents, designated by C in the drawings,
the valve means 20 and 30 are arranged so as to tem-
porarily cut off the second loop 12b.
[0049] The chemotherapeutic agents C are fed into
the first loop 12a of the circuit 12 in the point 17, and
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their outflow speed and their sequence and volume of
administration are determined by the operator, who sets
them on the screen 11.
[0050] The second sensor means 19 controls the cor-
rectness of the pressure values of the chemotherapeutic
agents inside the loop 12a and at the inlet in the loop
12b.
[0051] The blood of the patient then flows through the
intermediate segment 14 of the loop, passing through
the sensor 21, which systematically detects the pres-
sure values of the oxygen contained therein.
[0052] The sensor 21 can, for particular applications,
assume the structure of a sound or probe which can be
arranged directly in contact with the tissues of the organ
that is the target of the chemotherapeutic agents; the
organ is isolated beforehand from the rest of the body
according to conventional techniques, so as to be able
to concentrate thereon the action of the chemothera-
peutic agents.
[0053] Downstream of the sensor 21 there is the heat-
ing means 22 which, in the presence of medicines
whose therapeutic action increases as a function of tem-
perature, raises the temperature to bring the blood to
the optimum values required by the medicines.
[0054] Downstream of the heating means 22 there is
the third sensor means 23, detecting and controlling the
pressure of the blood returned to the patient, by passing
through the third branch or segment 15, along which the
fourth sensor 24 checks for any presence of air: if air is
present, the fourth sensor means blocks the action of
the peristaltic pump 18 before the air reaches the pa-
tient.
[0055] The electric clamp 25 prevents, in the general
operating condition, the accidental infusion of air to the
patient if the presence of air is detected by the sensor
means 24; moreover, when the pump 18 is not moving,
it does not allow the reverse flow of the blood from the
patient.
[0056] When the sensor 21 detects a drop in the ox-
ygen pressure in the blood below a preset value, it ac-
tuates the change of the opening of the valve and clamp
means 20 and 30 that close the portion 14 and open the
path of the second loop 12b, in which the blood is puri-
fied of the chemotherapeutic agents.
[0057] The blood in fact passes through the adsorbent
or filtering means 28 in countercurrent, according to the
conventional method of hemofiltration or hemodialysis,
with a replacement or dialysis solution whose flow is
kept in circulation by the pumping assembly 35.
[0058] The fifth sensor means 31 checks for any blood
presence in the filtered solution that circulates in the
sub-loop 29 arriving from the filtering means 28, and the
sixth sensor means 32 checks its pressure values so
that they remain within the intended ranges in order to
ensure the integrity of the filtering unit 28 (more specif-
ically, of its membrane).
[0059] If the sensor means 31 detects the presence
of blood in the filtered solution, a signal warns the oper-

ators that the filtering means 28 is damaged and must
therefore be replaced.
[0060] The depleted solution is collected in the weigh-
ing station 34, from which a weighed amount of fresh
solution is drawn and is fed, by means of the pumping
assembly 35, back into the segment 14 of the first loop
12a, adding oxygen and simultaneously therefore dilut-
ing the concentration of the blood returned to the patient;
simultaneously, the programmable water balance of the
patient is maintained, with a retroactive effect, by the
weighing station 34, which regulates the flow-rate of the
pumping assembly 33 as a function of the flow-rate of
the pumping assembly 35.
[0061] The electric clamp 30 is kept in the closed con-
figuration when the infusion of the chemotherapeutic
agents in the first loop 12a is in progress and is open
when the blood washing step is in progress in the sec-
ond loop 12b.
[0062] The above-described operating cycle is re-
peated at each session automatically: the health oper-
ator can, in each instance, modify the different charac-
teristic parameters on the machine 1, adapting them to
the specific requirements of each patient.
[0063] Moreover, the presence of the sensor 21 al-
lows to switch the steps of chemotherapeutic agent ad-
ministration and of patient blood filtration in an absolute-
ly automatic way depending on preset values of the
pressure of the oxygen that is present in the blood,
which can be preset on the machine 1.
[0064] In the more complete embodiment of the ma-
chine, operation is substantially similar, the only differ-
ence being that the medical operator can select on the
screen of the machine the type of oncological therapy
to be performed, i.e., intraperitoneal hyperthermal
chemotherapy, also known by the acronym IPHC, or hy-
poxic perfusion, known as "stop-flow".
[0065] The execution of the latter has been described
above, whereas the former is described hereafter with
reference to Figures 7 and 8.
[0066] The presence of the emergency electronic cir-
cuit 109 provided on the machine 1 allows the medical
operator to be warned if one of the peristaltic pumps 105
or 106 stops accidentally.
[0067] The most dangerous situation for the patient
occurs when the pump 105 stops, because if this stop-
page occurs when the chemotherapeutic agents have
already been administered to the patient at their maxi-
mum concentration, the stoppage of the pump 105 pre-
vents their subsequent necessary extraction from the in-
fusion region, since the loop 104a is practically deacti-
vated.
[0068] For this reason, the alarm generated by the cir-
cuit 109 allows the operator to connect the second loop
104b to the first loop 104a and promptly disconnect the
duct in input to the pump 105 and connect it to the pump
106 of the second filtration loop 104b, which accordingly
replaces it, restoring the functionality of the loop 104a
so that the medicines can be extracted from the patient
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and collected in an appropriately provided pouch 111a
suspended from the weighing element 111.
[0069] The control of the water balance of the patient
is in any case monitored by the machine 1 through the
circuit 109 automatically: through this circuit, the ma-
chine 1 in fact reads the values supplied by the weighing
element 111, and if necessary it resorts to the adminis-
tration of a balancing physiological solution drawn from
the corresponding dispensing pouch 111a; the adminis-
tration occurs simply by gravity and therefore without the
intervention of the pump 106 normally provided for this
purpose.
[0070] If the health operator chooses intraperitoneal
hyperthermal chemotherapy, in the machine 1 the sec-
ond main set of circuits 110 is activated and the first set
of circuits 104 is bypassed.
[0071] In practice, the administration of the solution
that contains the chemotherapeutic agents again occurs
under the constantly monitored control of the machine
1: this solution arrives from the pouch or ampoule 123
suspended from the corresponding load cell 123a, when
the branch loop 110b is directly connected to the pump
116, which sends it into the peritoneum 112 of the patient
through the loop 110a.
[0072] The heating means 115, provided with the set
of three heat sensors 124 and with the signal arriving
from the sensors 113, maintains the solution that con-
tains the chemotherapeutic agents at a constant infu-
sion temperature, which can be set to a preset value;
the pressure sensors 117 and 118 also keep the infusion
pressure under control.
[0073] When the latter is completed,'by acting on the
clamp means 122a and 122b the loop 110b is circuitally
bypassed; the solution is recirculated for a preset time
interval and subsequently extracted from the peritone-
um of the patient, acting again on the clamps 122a and
122b.
[0074] In practice it has been observed that the
above-described invention achieves the intended aim
and object.
[0075] The invention thus conceived is susceptible of
numerous modifications and variations, all of which are
within the scope of the inventive concept.
[0076] All the details may further be replaced with oth-
er technically equivalent ones.
[0077] In practice, the materials employed, as well as
the shapes and the dimensions, may be any according
to requirements without thereby abandoning the scope
of the protection of the appended claims.
[0078] The disclosures in Italian Patent Application
No. M099A000259 from which this application claims
priority are incorporated herein by reference.
[0079] Where technical features mentioned in any
claim are followed by reference signs, those reference
signs have been included for the sole purpose of in-
creasing the intelligibility of the claims and accordingly,
such reference signs do not have any limiting effect on
the interpretation of each element identified by way of

example by such reference signs.

Claims

1. A multipurpose machine for monitoring and control
of locoregional therapies in oncology, comprising: a
head (2) which has a box-like structure and is sup-
ported by a base (3) having means (4) for modifying
its dimensions, the head (2) being in turn provided
with elements (5) for supporting packages (6) of ad-
sorbent means and/or for regulating chemotherapy
and chemofiltration.

2. The machine according to claim 1, characterized in
that said head (2) accommodates a first set of duct
circuits (12, 104) which forms at least two main in-
teractive or separable loops (12a, 12b, 104a, 104b),
a first loop (12a, 104a) for the infusion of the chem-
otherapeutic agents (C) and a second loop (12b,
104b) for the filtration of the chemotherapeutic
agents (C).

3. The multipurpose machine according to claims 1
and 2, characterized in that said head (2) accom-
modates a second set of circuits (110), which can
be activated alternatively with respect to said first
set of circuits (104) in order to perform intraperito-
neal hyperthermal perfusion therapy.

4. The machine according to claim 2, characterized in
that said first loop (12a) can be ideally divided into
at least three mutually sequential duct segments: a
first segment (13) for drawing the blood from the pa-
tient and for introducing the chemotherapeutic
agents; a second segment (14) for blood control;
and a third segment (15) for returning the blood to
the patient.

5. The machine according to claims 3 and 4, charac-
terized in that said first segment (13) has, in a cas-
cade arrangement, a first sensor means (16) for
sensing the pressure of the blood at withdrawal
from the patient which is connected to a point (17)
for introducing the chemotherapeutic agents, down-
stream of which there is a pumping assembly (18)
followed by a second sensor (19) for controlling the
feed pressure of the chemotherapeutic agents (C).

6. The machine according to claim 5, characterized in
that said pumping assembly (18) is constituted by
a pump of the peristaltic type.

7. The machine according to claim 5, characterized in
that said intermediate segment (14) has, in a series
arrangement, a first valve means (20) for throttling
and/or connecting said second loop (12b) connect-
ed to a sensing means (21) for sensing the pressure
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of the oxygen in the blood in said first loop (12a), a
heating means (22) being provided downstream of
said sensing means (21) and being connected to a
third sensor (23) for measuring the pressure of the
blood returning to the patient.

8. The machine according to claim 4, characterized in
that said third segment (15) for return to the patient
is provided, in a series arrangement, with a fourth
sensor means (24) for detecting air in the blood re-
turned to the patient and with at least one terminal
electric clamp (25) to prevent reverse flow of the
blood.

9. The machine according to claim 5, characterized in
that said point (17) for introducing the chemothera-
peutic agents is controlled with a multiple-way valve
means (26) which can be controlled both sequen-
tially and with time-dependent criteria.

10. The machine according to claim 7, characterized in
that said pumping assembly (18) is controlled by
said first means (16) for sensing the blood pressure
at withdrawal from the patient and by the third sen-
sor (23) for measuring the blood pressure for return
to the patient.

11. The machine according to claim 7, characterized in
that said first valve means (20) for the throttling and/
or connection of said second loop (12b) is controlled
by said sensing means (21) for sensing the pres-
sure of the oxygen in the blood.

12. The machine according to claims 7 and 11, charac-
terized in that said oxygen pressure sensing means
(21) is constituted by a sound of the invasive type
which can be arranged in direct contact with an or-
gan which is the target of the chemotherapeutic
agents.

13. The machine according to claim 8, characterized in
that said electric clamp (25) is controlled by said
fourth sensor (24) for detecting air in the blood being
returned to the patient.

14. The machine according to claim 1, characterized in
that said second loop (12b) for filtering the chemo-
therapeutic agents is composed of two sub-loops,
a first sub-loop (27) provided with a filtering means
(28) for filtering the chemotherapeutic agents and a
second sub-loop (29) for controlling the functionality
of said filtering means (28) and for maintaining a
presettable water balance of the patient.

15. The machine according to claims 7 and 14, charac-
terized in that said first sub-loop (27) can be con-
nected to said intermediate segment (14) of said
first loop (12a), in input through said throttling and/

or connection valve means (20), and, in output, di-
rectly upstream of said sensing means (21) for
sensing the pressure of the oxygen in the blood, at
least one electric clamp (30) for throttling the con-
nection in output being provided.

16. The machine according to claim 14, characterized
in that said second sub-loop (29) is constituted by
a conventional set of circuits for hemofiltration and/
or hemodialysis.

17. The machine according to claim 16, characterized
in that said second sub-loop (29) is provided with at
least one fifth sensor means (31) for detecting the
presence of blood in said second sub-loop (29),
which is serially connected to a sixth sensing means
(32) for sensing the pressure in output from said fil-
tering means (28), downstream of which there is a
second pumping assembly (33) followed by a
weighing station (34) and by a third pumping as-
sembly (35) downstream of which there is a seventh
means (36) for sensing and controlling the pressure
in said second sub-loop (29).

18. The machine according to claim 1, characterized in
that said dimension-modifying means (4) are con-
stituted by a trolley (8) which is integrated in said
head (2) and is slidingly guided on a vertical post
(9) which rises from said base (3).

19. The machine according to claim 1, characterized in
that said supporting elements (5) are constituted by
at least one plate (10) which can be folded retract-
ably into said head (2) and is provided with corre-
sponding recesses (10a) for accommodating the
adsorbent and/or filtering means (6).

20. The machine according to claim 1, characterized in
that said control and regulation means (7) are con-
stituted by a controller which is provided with a
touch-screen (11) which can be folded onto said
head (2) into a fold-away position.

21. The machine according to claim 2, characterized in
that an electronic emergency circuit (109) is insert-
ed between said two interactive or separable loops
(104a, 104b) in order to detect malfunctions of
pumping means (105, 106) and functionally restor-
ing at least said infusion loop (104a).

22. The multipurpose machine according to claim 21,
characterized in that said emergency electronic cir-
cuit (109) is connected to each one of said pumping
means (105, 106) of said first and second loops
(104a, 104b) and to means (6) for filtering the chem-
otherapeutic agents.

23. The machine according to claim 22, characterized
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in that said electronic circuit (109) is provided for
active functional switching between the pumping
means (106) of said second loop (104b) and the
pumping means (105) of said first loop (104a) if said
first loop (104a) stops.

24. The automatic machine according to claim 3, char-
acterized in that said second set of circuits (110)
comprises a closed loop 110a) which leads into a
series of dispensers/detection sensors (113) which
can be introduced in the peritoneal region (112) of
a patient and a branch loop (110b) for feeding so-
lution containing chemotherapeutic agents (C),
along which a means (114) for containing and
weighing the solution is fitted, a heating means
(115) and a pumping means (116) being further pro-
vided in series on said closed loop (110a), infusion
and/or circulation pressure sensing means (117,
118) being arranged upstream and downstream of
said heating (115) and pumping means (116).

25. The machine according to claim 24, characterized
in that in said branch loop (110b) the respective inlet
(120) and outlet (119) are arranged upstream and
downstream of said series of dispensers/sensors
(113) and are regulated by corresponding clamp
means (122a, 122b) which control the connection
of said means (114) for containing and weighing the
solution of chemotherapeutic agents.

26. The machine according to claim 24, characterized
in that said pumping means (116) and said heating
means (115) can be mutually used by said second
main loop (104b) and by said second set of circuits
(110).

27. The machine according to claim 24, characterized
in that said means (114) for containing and weighing
the solution of chemotherapeutic agents is consti-
tuted by a pouch/ampoule (123) supported by a
load cell (123a).

28. The machine according to claim 24, characterized
in that said heating means (115) is provided with a
pair of temperature sensors (124) arranged along
the line for the infusion of the chemotherapeutic
agents.
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